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PREFACE 

For some years a project has been under way under the 
auspices of the American Standards Association for the 
formulation of standards for protection against lightning. 
The sponsors for this project are the American Institute of 
Electrical Engineers and the National Bureau of Standards. 

The protection of persons, buildings, oil tanks, etc., has 
been dealt with in a code which has received the approval 
of the American Standards Association and has been pub¬ 
lished as Miscellaneous Publication No. 92 of the Bureau of 
Standards. 

It was originally intended that in addition to the three 
parts of the code just referred to there should be two addi¬ 
tional parts dealing, respectively, with the protection of 
power and railway circuits and equipment, and communi¬ 
cation and signaling circuits and equipment. Present 
practice in these fields has not, however, crystallized to the 
point where it was felt that definite standards could be set 
up as final and controlling. Nevertheless, the committee 
collected information as to methods of protection now in 
vogue and practices which have been found satisfactory in 
dealing with lightning disturbances. This document is a 
prehminary report of the committee on this subject, and 
it is issued not only for the purpose of making available the 
information contained herein, but of presenting the present 
results for the consideration and criticism of those who 
have had experience in dealing with this subject. For 
convenience of reference the original numbering of the 
paragraphs has been retained. 

v 



YI PREFACE 

In this report,the committee has not attempted to set 

down performance tests which would decide the suitability of 

lightning arresters for the purpose used. Neither has it 

attempted to set down the operating conditions which will 

justify the installation and use of lightning arresters. It has 

rather endeavored to indicate how and where lightning 

arresters should be installed in those cases where it has been 

decided that their use is justified. 

In each of the parts herewith presented there is an intro¬ 

ductory statement dealing with the subject in hand, and the 

report includes one appendix in which is given a general 

discussion of lightning, its origin, characteristics, and effects, 

and another containing a bibliography of the subject. 

Practice in the design of lightning arresters for elec¬ 

trical equipment and in their application and use by power, 

communication, and railroad companies has varied greatly in 

the past. Recent investigations have increased our knowl¬ 

edge of the conditions involved and are leading to the 

application of more definite principles, but it must be real¬ 

ized that the most suitable practices depend upon economics 

as well as technical knowledge. 

Further experience and the accumulating knowledge of the 

properties of lightning may render some of the suggestions in 

this report obsolete, and it is expected that at some future 

time this report may be revised in harmony with further 

progress in the art. Comments and recommended changes 

are invited from all who may have experience in this field. 
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PROTECTION OF POWER AND RAILWAY CIRCUITS 
AND EQUIPMENT 

INTRODUCTION 

During thunderstorms the lightning in the clouds and 

between clouds and earth gives rise to induced potentials on 

electrical circuits. Experience has shown that the potentials 

produced in circuits in this way in certain localities are at 

times so high as to make it not economically practicable to 

insulate apparatus against them. 

We can estimate the magnitude of the potentials occurring 

in practice from the klydonograph records which are now 

! available. These show that transient potentials as high as 

2,000,000 volts have occurred on a line 50 feet (15 m) high, 

causing flashover with a line insulator of 14 disks. The 

voltage would probably have risen higher than this had it 

not been limited by the flashover voltage of the insulators, 

which depends upon the time characteristics of the applied 

impulse. The usual potentials induced by lightning are, of 

course, much less than 2,000,000 volts, but it is usually 

necessary to base protection on the maximum potentials 

expected. For conditions approximating direct strokes a 

gradient of 100 kv. per foot (328 kv. per m) of line height 

has been assumed by some. 

Although there is a considerable time lag in the break¬ 

down of any insulation under application of overvoltage, 

and although the duration of these excess voltage transients 

is very short, it is readily seen that difficulties will be en¬ 

countered in attempting to design apparatus, particularly 

for low-voltage systems, with insulation to withstand such 

1 



2 POWER AND RAILWAY CIRCUITS 

potentials. Apparatus troubles are almost certain to develop 

unless some protective measure is adopted. 

Line insulation is different in its nature from apparatus 

insulation in that the latter normally fails by puncture, while 

line insulation normally fails by flash over through the air 

path around it. The application of a single overpotential 

to a line insulator may cause a flashover with the possibility 

of an interruption to service. If the interruption does not 

occur, no harm is done because the only path affected is the 

air path. In the case of apparatus insulation, however, a 

single application of overvoltage may not cause a break¬ 

down, but it may cause injury to the insulation which would 

make the path for the next application of excess voltage 

weaker, and by repeated application, cause failure. In 

other words, the solid insulation used in apparatus is subject 

to cumulative deterioration under the influence of these 

transient voltages, while line insulation is not. 

A difference which further distinguishes line insulation is 

that it is widespread in extent. At the same time the field of 

influence of a lightning arrester, or the length of line which 

it will protect, is limited to a relatively short distance by 

the character of the impulses it is intended to relieve. As a 

consequence, it is not feasible at the present time to provide 

protection for line insulation, and the practice has become 

prevalent of designing it to withstand high induced voltages 

to the greatest practicable extent. Generally a large margin 

is provided between the flashover value and line voltage, 

and this margin has been fixed empirically to take care of 

such transient voltages as are likely to appear without too 

frequent flashovers. The factors which affect this margin 

are the height of the line above ground; the inherent time 

lag of the insulators; the severity of lightning conditions in 

the territory; shielding of the line by overhead ground 
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wires, overbuilt higher-potential circuits, and near-by 
buildings; all of which tend to reduce the transient voltages. 
A similar effect also doubtless arises from the fact that the 
lower-voltage lines which are normally most subject to this 
kind of flashover, usually have apparatus with lightning- 
protective equipment connected to them at frequent intervals. 

Since the practice has been adopted, as above stated, of 
providing lines inherently able to withstand the lightning 
potentials which are incident to them, protection by lightning 
arresters is limited to the protection of apparatus. It is 
evident that this must be the case, since the field of influence 
of an arrester is very limited. Because of the nature of the 
impulses, an arrester, no matter what its characteristics, will 
not protect any apparatus or line insulation at any great 
distance away from the point of connection. Apparatus 
insulation, however, has been shown by experience and by 
theoretical considerations to require under certain conditions 
of exposure the use of protective equipment. It is known 
that it is possible for transient potentials to appear on trans¬ 
mission lines which will be dangerous to apparatus designed 
for the highest voltages now in use, but whether such poten¬ 
tials are sufficiently frequent and sufficiently dangerous to 
warrant the large investment required for protective equip¬ 
ment for such systems has not been established. 

There are other transient voltages which appear on circuits 
from changes in the circuit conditions, as during switching. 
In general, these transients are not such as to be dangerous 
to normally designed apparatus, and no need for protection 
is introduced by them. On circuits with nongrounded 
neutral, the phenomenon of arcing grounds can introduce 
dangerous voltages and cause considerable trouble with 
apparatus. Lightning arresters of the present day, however, 
are not designed to withstand such disturbances. On account 
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of their considerable duration, if arresters are made to operate 

and protect against them, the arresters are quite likely to 

be injured or destroyed. 

The major function for lightning arresters is the protec¬ 

tion of the insulation of apparatus connected to the 

circuit against transient voltages which appear as a result of 

lightning storms. 

Economical Use of Lightning Arresters and Continuity of 
Service. 

The use of lightning arresters is, to a large degree, a prob¬ 

lem of financial economy, the solution of which is approxi¬ 

mate, because of the difficulty involved in evaluating the 

protection afforded in any given instance. It is always 

necessary to deal with averages taken over a period of 

years from a large number of arresters. 

Two major factors influence the use of protective devices, 

viz, the prevalence of lightning in any given locality and 

the value placed upon continuity of service. The first is 

probably the least important, and is not a logical basis for 

the installation of arresters. The weight that should be 

given to it can, in some measure, be determined by considera¬ 

tion of the map of distribution of thunderstorms shown in 

Figure 7, Appendix A, but the value placed upon continuity 

of service is, more often than not, the deciding factor. 

When determining the amount of money to be expended for 

protection at a given point in a system, the yearly cost of 

interruptions which are due to failures at that point, which 

would have been prevented by the use of lightning arresters, 

must be estimated. The operating company is probably 

justified in expending for protection a proportionate amount, 

depending upon the degree of protection afforded. The aver¬ 

age life of the arrester and any maintenance charges must 

also be considered. 



INTRODUCTION 5 

The cost of interruption includes the cost of locating 

trouble, removal of damaged equipment, installation of 

new apparatus, repair of damaged apparatus (or new appa¬ 

ratus if it can not be repaired), and also the cost of lost service. 

■ The last is the most difficult to estimate. 

When estimating the cost of lost service, not only must 

the value of the lost revenue be considered, but the cost to 

f the power consumer must also be included, for a shutdown 

of a few hours may cost the consumer many times the value 

of the lost revenue to the operating company. In addition, 

account must be taken of the loss of good will and prestige. 

Some installations should be equipped with the best pro¬ 

tection which can be obtained irrespective of considerations 

of economy. Such installations are those where an interrup¬ 

tion of power supply may involve the loss of human life. The 

choice of lightning arresters is a matter worthy of careful 

thought as they, together with other protective equipment, 

constitute the operating company’s insurance% against inter¬ 

ruptions of service. For a more detailed treatment of the 

economics of arrester application, reference should be made 

to the bibliography in Appendix B. 

Correct Application of Devices. 

The methods herein set forth of applying devices for the 

protection of circuits and equipment against the effects of 

lightning and other high-potential disturbances must of 

necessity be quite general. This means that, in the installa¬ 

tion of devices of different manufactures which may utilize 

different principles of operation, details of method of installa¬ 

tion will vary. Obviously, this report can not take account 

of all such details and it is therefore recommended that the 

user look to the manufacturer for detailed instructions 

regarding installation and operation of his equipment. 
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' SEC. 40. SCOPE, ETC. 

400. Scope and Purpose. 

This part of the report deals with the protection against 

lightning of all circuits, and all apparatus connected to 

circuits used for general transmission, distribution, and 

utilization of electrical energy for power and railway purposes. 

Its scope is limited to the location and method of installing 

lightning arresters, irrespective of the method of operation. 

The purpose is to set forth means and methods whereby i 

the hazard to property, due to lightning, may be minimized. 

SEC. 41. SPECIFICATIONS OF LIGHTNING ARRESTERS FOR 

RAILWAY AND POWER CIRCUITS 

410. Voltage. 

Lightning arresters shall embody on their name plates the 

maximum system voltage for which they are designed. The 

selection of arresters should be based on the maximum 

operating voltage which may exist for any period on the 

system or circuit where the arresters are to be installed. 

In no case should the operating voltage of the system or 

circuit exceed the maximum voltage rating of the arrester. 

The name plates shall clearly designate the manufacturer’s 

name and the arrester classification. 

411. Construction. 

Arresters shall be of durable construction and preferably 

permit convenient inspection. Arresters for outdoor instal¬ 

lation shall be inclosed in suitable weatherproof housings. 

Arresters for use on locomotives should preferably be in¬ 

closed in steel boxes. 

412. Instructions. 

Arresters shall be supplied with suitable instructions to 

enable the operator to properly install, operate, and main¬ 

tain them. 
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SEC. 42. PURPOSE AND FUNCTION OF PROTECTIVE DEVICES 

420. Lightning Arresters. 

The purpose of a lightning arrester is to provide an inten¬ 

tional discharge path between conductor and earth for light¬ 

ning and other transient overvoltages, which discharge path 

can be located at the terminals of apparatus or at other 

vulnerable points of the circuits. By virtue of the light¬ 

ning arrester this discharge path is practicahy nonconduct¬ 

ing at normal system voltage, but becomes automatically 

conducting at some voltage above normal, but below the safe 

insulation strength of the apparatus, and automatically 

restores itself to the nonconducting condition after each 

transient discharge. 

421. Choke Coils. 

Choke coils may be used with lightning arresters as a sup¬ 

plementary form of protection. A choke coil is an air-core 

coil of relatively small concentrated inductance which is 

inserted in series with the line conductor between the light¬ 

ning-arrester connection and apparatus to be protected. 

The choke coil has greatest value when installed close to 

the lightning-arrester connection. In railway practice its 

use is generally warranted with arresters employing the 

series gap. 

The function of a choke coil is to retard the travel of 

transient voltage waves coming toward the apparatus, and to 

cause complete or partial reflection of such waves at the 

point where the lightning arresters can most effectively 

discharge their energy to earth. In causing the reflection 

the choke coil takes the high turn-to-turn voltage stress 

attending reflection and thereby reduces the stress on the 

apparatus. 

56337°—29-2 



8 FUNCTION OF PROTECTIVE DEVICES 

1 

422. Overhead Ground Wires. 

The purpose of an overhead ground wire is to reduce the 

magnitude of the voltage induced electrostatically on exposed 

line wires by lightning. It acts as a partial shield or screen 

and thus reduces the electrostatic field between the line 

conductor and ground. It may also protect against a direct 

stroke of lightning by being itself struck. Overhead ground 

wires, on account of their high initial and maintenance cost, 

are not generally used on low-voltage circuits. Grounded 

conductors in overhead lines function to a marked degree as 

overhead ground wires in shielding other conductors of 

their own and adjacent circuits. 

SEC. 43. RAILWAY CIRCUITS 

430. Special Considerations in the Railway Protective 
Problem. 

In general, electric railway systems should be equipped 

according to the best available methods of lightning pro¬ 

tection. Several factors lead to this statement! First, one 

side (usually the negative for direct current) of the railway 

system is grounded, making possible the use of the tracks for 

a return circuit from any point of the system to the power 

house or substation. This means that lightning voltages are 

impressed between terminals of apparatus as well as between 

terminal and ground. Also, when a lightning arrester dis¬ 

charges, there is always the full voltage of the system applied 

to the arrester to impose follow current through the arrester. 

On the other hand, the practice of grounding railway cir¬ 

cuits eliminates the possiblity of arcing grounds and their 

attendant high-frequency phenomena. 

Second, the d. c. railway apparatus to be protected involves 

essentially rotary equipment, such as d. c. generators, rotary 

converters, traction motors, and the smaller air-compressor 
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motors, all of which may be directly connected to exposed 

overhead circuits. It must be recognized here that while 

such rotary equipment meets its standards of dielectric 

tests, it is not possible to incorporate as large an insulation 

factor of safety above the standard test as can be had on 

stationary apparatus, such as transformers, where insulation 

space factor is less restricting to economy in design. Also, 

extra end-turn insulation, common in transformer design, 

can rarely be introduced in slot type of windings on rotary 

machines dealt with in d. c. railway practice. 

Third, on the d. c. railway system, apparatus to be pro¬ 

tected may be at any part of the system; that is, while the 

generating and substation apparatus is confined to definite 

locations on the system, the cars or locomotives may be at 

any point on the system. 

Fourth, failure of electric railway apparatus by lightning 

may impose intolerable penalties in service interruptions and 

repair costs. 

431. Methods of Protection. 

Protection of railway equipment against lightning and 

other transient overvoltages is best accomplished by light¬ 

ning arresters, which may or may not be supplemented with 

choke coils. Overhead grounded messenger wires will 

appreciably reduce the lightning voltage induced on exposed 

feeder or contact wires, but do not eliminate the need for 

lightning arresters. 

432. Classification of Electric Railway Equipment. 

For convenience in considering the protective practice, 

electric railway equipment may be divided into three classes 

as follows: 

(a) Power houses and substations, 
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(b) Line conductors, such as overhead contact wires and 

feeders, and third or contact rails, 

(c) Locomotives and cars. 

433. Application of Lightning Protection and Installation 
Suggestions. 

(a) Power Houses and Substations.—If the railway 

system is operating in a lightning territory and has exposed 

feeders or contact wires emanating from power houses or 

substations, lightning arresters should be installed and so 

located as to afford the greatest protective efficiency. This 

will generally include an arrester (omitting choke coil) 

on each station bus or bus section, and arresters with choke 

coils on each outgoing feeder or contact wire. The arresters 

and choke coils on the feeders and contact wires may be 

installed either indoors or outdoors, but should preferably 

be located at the point where the exposed conductors leave 

the building. Such location will insure that the arresters 

are on the line side of all feeder panels as well as the other 

station apparatus. The choke coil should be located in 

the line close to the point of line connection to arrester, 

and on the station side of the arrester connection. 

The arresters on the station busses may not be necessary, 

depending upon the protective efficiency of the arresters on 

each outgoing exposed feeder and contact wire. However, 

bus arresters represent a second-line defense and their use 

may prevent damage to the generating, transforming, or 

converter equipment in cases of very severe lightning which 

might exceed the capacity of the feeder arresters. 

Where feeders leave a station through underground cables, 

individual arresters on such feeders may be omitted, this 

depending largely on the length of the cable to the nearest 

exposed overhead line connection. Where such cable 

feeders do not have arresters, the use of station bus arresters 
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becomes very essential, and the use of arresters at the 

junction of the cable feeder and any exposed overhead line 

is important in safeguarding both cable and station equip¬ 

ment. With arrester installations on cable feeders, choke 

coils should generally be omitted. Where the cables are 

short the feeder arresters may be installed in the station. 

When arresters of the more restricted discharge capacity 

are used, the installation of two or more such arresters in 

parallel may be justified, particularly on important station 

busses. The size of conductor for connecting arrester to 

line should not be less than a No. 6 A. W. G. copper or its 

equivalent in conductance. 

(b) Line Conductors, Feeders, Contact Wires, and 

Third or Contact Rails.—The value of line lightning 

arresters is rather difficult to determine. Generally, they 

are secondary in importance to arresters on station and car 

or locomotive equipment. Where railway systems are 

operating in regions of severe and frequent lightning, the 

use of arresters along the exposed feeders and contact wires 

will unquestionably decrease the hazard to rolling stock and 

station equipment. While recommendations can not be 

made generally for the use of line arresters, there is increased 

favor for them among some railway companies. In deciding 

the question of employing line arresters, the efficiency of 

the station and car arresters must be taken into account. 

If the protective efficiency of the station arresters and car 

arresters is of the highest order, line arresters may not 

appreciably reduce the lightning failures in station or car 

equipment. If, however, station and car arresters have 

lower protective ability, the presence of line arresters may 

very appreciably reduce the lightning damage to equipment 

and service interruptions. Line arresters in any case will 

unquestionably improve the protection of the system as a 
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whole, but whether their expense is justified by reduced 

lightning troubles depends upon the efficiency of arresters 

provided for the apparatus, the severity and frequency of 

lightning in the region of the system, and the safety factor 

of the apparatus insulation. 

Where line arresters are used, they should preferably be 

installed on the pole or bridge supporting the contact wire 

and as near as possible to points where feeder and contact 

wire are tied together (commonly called feeder taps). The 

number of feeder taps varies widely on different systems 

depending on voltage, load, size of feeder, etc., and the num¬ 

ber of line arresters may also vary depending on the number 

of feeder taps and the severity of lightning in any given 

locality on the system. The number of line arresters to be 

installed per unit of length of line depends upon the value of 

apparatus protected, the requirements in continuity of serv¬ 

ice, the safety factor in line and apparatus insulation, and 

the cost of the arresters and their maintenance. This must 

be studied for each individual system. 

Arresters for line use should be weatherproof, and require 

a minimum of maintenance. They should be positive in 

their ability to prevent follow current as any failure in this 

respect results in a short-circuit which might be difficult to 

locate among a large number of line arresters. 

Where signal mechanisms or other line apparatus are 

located at points along the line wires, line arresters may be 

so distributed as to offer maximum benefits in protecting 

such signals. Such line equipment may justify line arresters 

at their terminals where line protection might otherwise be 

unwarranted. This depends on the type of mechanism, 

its susceptibility to damage by lightning and the importance 

of its service continuity. 
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The connection from line-arrester terminals to line wires 
or feeders should not be smaller than No. 6 A. W. G. copper 
or its equivalent in conductance. 

The contact or third rails may experience voltage surges 
produced electromagnetically within the circuit by sudden 
interruptions in power current flow. Such cases are not 
often encountered in general practice, and where they do 
occur they should be made the subject of a special investi¬ 
gation. 

(c) Locomotive and Car Equipment.—If a railway sys¬ 
tem is operating in a lightning territory and has exposed 
overhead feeders and contact wires, lightning arresters 
should be installed on each locomotive or car to protect 
the motors and auxiliary car equipment against damage. 
The arresters should be so installed and located as to afford 
the greatest protective efficiency to the entire car equip¬ 
ment. Generally a choke coil is a valuable supplement to 
car or locomotive arresters, but may not be justified where 
the protective efficiency of arresters is of the highest order. 
The value of the choke coil is generally greater with the 
series-gap type of arrester where time lag of the gap must 
be overcome before the discharge path of the arrester be¬ 
comes conducting to transient voltages. 

The effectiveness of arresters hinges appreciably on their 
location with respect to car wiring and equipment. In all 
cases advantage is had from the protective standpoint by 
locating the arrester close to the base of the current collector 
(trolley pole or pantograph) on the roof of the car. Should 
the car be of wooden construction, the same location of the 
arrester and choke coil is recommended. 

434. Lightning-Arrester Grounds. 

(a) Station Arresters.—Station and substation arresters 
should be grounded to the main station ground bus. 
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For methods of obtaining adequate ground connections 

for lightning arresters reference is made to sections 46 and 47. 

(b) Line Arresters.—The grounding electrode for line 

arresters shall consist essentially of driven pipes or rods 

installed as close as possible to the base of the pole or bridge 

supporting the arrester. Where line arresters are installed 

on grounded steel bridges, towers, or poles, the arrester 

ground may be supplemented by an extra ground wire 

from the arrester to the nearest part of the grounded steel 

structure. For methods of obtaining adequate ground con¬ 

nection for lightning arresters, reference is made to sections 

46 and 47. 

It is usually preferable to connect the lightning-arrester 

ground lead to both the ground rod and the track rails. 

Where this is not possible the connection should be made to 

the ground rod only. It may be impossible to connect to the 

track rails in the following cases: (1) Where ground-current 

flow from the track to arrester ground or vice versa would 

promote serious electrolytic action by current flowing from 

the arrester ground electrodes to adjacent piping or under¬ 

ground conducting systems; (2) where such interconnections 

would seriously interfere with the system of block signaling. 

(c) Cars and Locomotives.—The best ground connection 

for car and locomotive arresters is obtained by the contact 

of trucks to the track rails. While the track may not be 

actually connected to earth, the track represents a large- 

capacity ground for lightning or transient discharges. The 

arrester ground terminal may be connected directly to the 

steel roof or frame of the car making the arrester ground 

wire as short as possible. With all-steel cars or locomotives 

having roof, body, and frame of steel which is continuous to 

the trucks, it is not necessary to extend an arrester ground 

wire down to the truck. If a choke coil is used it should be 
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inserted close to the collector bus in the main circuit which 
supplies current to the controllers and all auxiliary equip¬ 
ments such as lights, heating units, and compressor motors. 

In the case of cars of wooden construction the grounding 
wire should be carried as straight and direct as possible to the 
motor frame of the nearest truck. Arrester line and ground 
leads should preferably be separated from other car wiring by 
12 inches, and the paralleling of the arrester-to-ground 
discharge path to any other circuits should be avoided. 
Lightning-arrester line and ground wires should not be 
inclosed in iron conduit unless bonded to that conduit at 
each end. Wires connected to opposite terminals of a 
choke coil should preferably be kept separated by not less 
than 12 inches. The line connection of any lightning 
arrester shall not be less than a No. 6 A. W. G. copper wire or 
its equivalent in conductance. 

SEC. 44. POWER CIRCUITS 

440. Selection of Equipment in Relation to Flashover 
Voltages. 

The need for protection of power circuits and apparatus 
against failures because of lightning potential is largely 
dependent on the requirements for service continuity. The 
possible saving in cost of apparatus repairs or replacement is 
appreciable, but, in general, this alone can not justify the 
extended use of equipment of the kinds now available. The 
present trend of system design toward large generating units, 
planned for economic generation and interconnected to 
effect load-factor economies, accentuates the need for pro¬ 
tection. 

Considering the problem in this light it is evident that the 
system of protection must include not only the protective 
devices employed, but also the coordination of insulation 
design on the line, in the station, and in the equipment. 
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The line is designed to give reliable service, within the 

limits of available equipment, by selection of proper insulators 

and, where necessary, by the use of overhead ground wires. 

Whatever the design of the line, there will almost certainly be 

some induced voltages high enough to cause flashover. In 

the present state of the art, such flashovers are unavoidable, 

and constitute a weakness in the protection system. They 

do., however, impose a limit on the potentials which reach the 

most vital parts of the system and thus define the design of 

station insulation, the selection of station equipment, from 

the standpoint of insulation, and the characteristics of 

protective equipment. 

Because cloud discharges occur at random over the area 

covered by the system, and because the transmission and 

distribution circuits are of large extent as compared to the 

stations, most of the lightning potentials will originate in the 

circuits and very few in the stations. These high-potential 

disturbances must then, in general, travel over the circuits 

to the stations. If the line insulation does not flash over, the 

potential reaches the station reduced according to the dis¬ 

tance traveled. The limiting case is where the point of 

origin is near the station. If in this case the line insulation 

flashes over, only the first part of the transient reaches the 

station and there is no reduction in its initial value. The « 
upper limit of the potential which reaches the station is 

thus dependent upon the line insulation except for those 

rare occasions when the cloud discharge takes place directly 

over the station. 

This upper limit is not a fixed voltage value for any partic¬ 

ular line insulation, but varies between the crest value 

of 60-cycle dry-flashover voltage for transients of long wave 

front to several times this value for transients of steep wave 

fronts, as in the case where the static field gradient is such 
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that the resultant conductor voltage would be many times the 

flashover value of the insulators if it were not for the fact 

that the flashover occurs. But the maximum value is not 

necessarily the most dangerous to apparatus insulation 

because it is of very short duration. 

From these considerations it is possible to get an idea as 

to the voltages which may reach the station. 

Unprotected station insulation, such as bus-bar supports on 

the line side of the arrester, must be equal in flashover value 

to the line insulation if flashover is to be prevented at such 

points. In the case where the line is on wood poles and the 

station structure is steel, the unprotected station insulation 

must be selected with the extra surge insulation value of the 

wood poles in mind. 

In order to prevent apparatus failure and service inter¬ 

ruption, apparatus insulation and arresters must be selected so 

that flashover of bushings and puncture of insulation do not 

occur. 

The transformer should have the highest insulation, the 

transformer bushing the next, and the transmission line insula¬ 

tors in the vicinity of the station next. This is subject to 

modification, however, by the protective apparatus pro¬ 

vided. 

441. Protection at Stations. 

Stations are often of considerable extent, and thus an 

appreciable problem is introduced as to the location of 

protective equipment. It is the common practice to place 

lightning-arrester protection at the point of entrance of 

overhead lines to the station or substation on the line side of 

all station equipment. Certain situations may arise where, 

if it is attempted to protect the bushings of the circuit- 

breaker at the entrance to the station by connecting the 

arrester on the line side of this breaker, and if there is con- 
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siderable length of circuit between the arrester and the 

transformers, the reduced voltage transient which passes the 

arrester, and which in itself is harmless to the apparatus, may 

be doubled in value on account of reflection at the trans¬ 

former. This increased voltage lasts, in the case of steep 

wave fronts, for the time required for the transient to travel 

from the transformer to the arrester and back to the trans¬ 

former, and may be dangerous. If, on the other hand, an 

attempt is made to avoid this by placing the arrester at the 

transformer terminals, all the station insulation must have a 

transient-voltage flash-over value greater than that of the 

line, and apparatus bushings of higher cost maj^ be required. 

An alternative sometimes employed is the use of arresters 

at the point of entrance of the line to the station and at the 

transformers. Sometimes choke coils can be used to com¬ 

pensate for the circuit length within the station. 

Conditions are so various that it is necessary to study 

the design of important stations individually and insure 

proper coordination of line insulation, station structure in¬ 

sulation, lightning arresters, apparatus insulation, and choke 

coils. 

442. Protection on Distribution Circuits. 

The foregoing applies to the protection of substations and 

generating stations where the circuit length is considerable 

and the connected apparatus is separated by several miles. 

The conditions are different on circuits, such as distribution 

and series lighting circuits, where the apparatus is connected 

at close intervals along the circuit. 

For this condition a high degree of protection will, where 

required, be secured by connecting arresters to the circuit 

at each transformer, motor, or other important piece of 

equipment, but where installations are very close together, 
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as in urban distribution systems or at industrial plants, 

arresters need not be spaced so closely. 

Such a system of protection operates by providing paths to 

ground at the point on the circuit where the transient poten¬ 

tial originates. The transient does not travel along the 

circuit; or does so to a very limited degree. Many arresters 

usually operate on each occurrence of overvoltage. 

Owing to the need for many units, economic considerations 

have led to the use of small-size arresters for this service, 

even at a reduction in protective value. Because of the fact 

that each overvoltage occurrence is taken care of by several 

arrester units, these small arresters of reduced protective 

value have been found to give satisfactory results. More¬ 

over, the use of arresters at frequent intervals along the 

circuit has a marked influence on the frequency of line- 

insulator flashover, and thus acts in this way to improve 

service continuity. 

Circuits carrying voltages of the order used in house 

lighting and ordinarily referred to as lighting circuits do 

not usually require lightning protection. This comes about 

for two reasons. First, neutrals are grounded, small clear¬ 

ances are used, and they are almost always screened by build¬ 

ings and other structures in such a way that the effect of 

lightning is not so marked. Secondly, they are for the most 

part rather short and low in height so that the voltage 

induced is correspondingly low in value. 

443. Protection of Street-Lighting Circuits. 

Street-lighting practice almost always involves constant- 

current series circuits. These circuits may be operated 

with either alternating or direct current. The protection 

of these circuits differs slightly from that of constant- 

potential circuits. The voltage of constant-current cir¬ 

cuits, in general, increases with the number of lamps in 
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service. The voltage is maximum at the time of dropping 

full load, due to the current-regulating devices. This 

maximum is generally about 25 per cent above full-load 

voltage. 

In districts where lightning is prevalent, suitable light¬ 

ning arresters should be used to protect the station equip¬ 

ment and at any point where an overhead circuit joins a 

section of underground cable. No protection is required 

where the circuits are entirely underground. 

The type of lightning arresters required for these circuits 

depends upon whether the circuits are operated with direct or 

alternating currents. The voltage rating of the arrester 

should slightly exceed the maximum voltage of the circuit as 

defined above. 

444. Line-Transformer Protection. 

In former days there was a distinction between transmis¬ 

sion lines and distribution circuits, which appeared to be 

fairly distinct. Transmission lines were considered to be 

those circuits for transmitting current at high voltage 

between one generating station and another generating 

station or substation, and to which there were made no 

connections for service to customers. With the develop¬ 

ments in recent years, some companies have found it expe¬ 

dient to supply transformer installations connected to a 

transmission line at locations remote from the terminals, 

and such a practice is followed by some companies up to a 

value of 44 kv., 3 phase. Other companies consider as trans¬ 

mission lines certain of their lines which are operating at 

about 5 kv., 3 phase. 

To secure the most complete protection, there should be a 

suitable lightning arrester connected to each wire of the 3- 

wire or 4-wire transmission line or distribution circuit at the 

point where the transformer is connected. For the neutral 
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wire of a 4-wire 3-phase line or distribution circuit to which 

transformers are connected, a different type and cheaper 

arrester than those used on the phase wires is quite sufficient. 

This would mean that if there are several transformer in¬ 

stallations connected through suitable switches or fuses to 

transmission lines, there should be a lightning-arrester 

installation at each transformer installation; in urban 

distribution, particularly in some of the larger cities where 

separate transformers are installed for lighting or power 

and, perhaps, for other classes of service, a study must be 

made to determine the proper location of arresters, to give 

an adequate degree of protection. 

If other apparatus, such as switches, is connected to an 

overhead line, and if its insulation is not materially better 

than the insulation of line transformers, then such apparatus 

should be considered in exactly the same class as transformers 

in determining upon the lightning protection. 

Where power motors are connected directly to an overhead 

circuit, as in the case of 2,300-volt or 6,600-volt motors for 

large loads, especial attention must be given to lightning 

protection. As has been pointed out in connection with 

railway-circuit protection, rotating equipment of necessity 

has less insulation factors of safety over the standard test and 

operating voltage than do transformers, and extra end-turn 

insulation common in transformer designs can not be readily 

introduced on rotary machines. For this reason the require¬ 

ments for protection are more rigid in the case of motors 

connected directly to overhead circuits than in the case of 

transformers, and correspondingly greater protection is 

required. 

The best practice in such installations is to use arresters 

of high quality, giving especial attention to installation, 

and making certain that the ground connections have low 
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resistance. This may call for the use of several ground rods 

in parallel, and short grounding conductors. If the arrester 

is not connected directly at the terminals of the motor, it 

should at least be connected as close to the building entrance 

as possible. 

445. Classes of Arresters for Protection of Apparatus on 
Overhead Lines and in Stations or Substations. 

In arresters for the protection of a transformer installa¬ 

tion on an overhead line, the amount of current at high 

voltage which can reach that transformer installation can 

be determined. In designing arresters for line use, the manu¬ 

facturers have determined the discharge capacity by these 

considerations. For installation at generating stations or 

substations where there are a number of transmission lines, 

and where greater discharge capacity is required in order to 

secure the same degree of protection, some of the companies 

have designed or have produced a line of arresters called 

“station-type arresters” which have considerably greater 

discharge capacity than the arresters for installation on the 

line. Due consideration to the difference in the characteris¬ 

tics of the two types of arresters should be given in planning 

lightning-arrester installations. 

The distribution-type arresters are designed to give ade¬ 

quate protection to transformers connected to circuits 

which, by reason of their characteristics and the presence of 

additional arresters on the same circuit, impose only a 

moderately severe duty on the arrester. Because of the large 

number of small transformers to be protected, usually 

scattered over a wide area, many arresters are required 

which must necessarily be relatively inexpensive. 

The station-type arresters are designed to satisfactorily 

protect equipment located on lines where the duty of the 

arrester by virtue of the characteristics of the circuit, is 
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generally very severe, both with respect to impulse voltages 

and currents. Usually the circuits are longer, the line insu¬ 

lation higher, and the importance of continuity of service 

even greater than found with distribution circuits. The 

station-type arrester is larger and more expensive than the 

distribution arrester, but the installations are fewer in 

number, and the equipment being protected more valuable. 

The station arrester, because of greater operating-voltage 

variations, requires a greater factor of safety. 

SEC. 45. OVERHEAD GROUND WIRES 

450. Reduction of Induced Voltages. 

Calculations as well as laboratory tests (see Appendix B) 

show that overhead ground wires appreciably reduce the 

voltage that may be induced on transmission lines by 

lightning. 

According to various investigators the reduction in induced 

potential which may be expected for various numbers of 

overhead ground wires is approximately as follows: One 

ground wire, 30 to 50 per cent; two ground wires, 50 to 65 per 

cent; and three ground wires, 60 to 75 per cent. 

In arriving at these figures it has been assumed that there 

is positive grounding at every tower, that there is the mini¬ 

mum practicable spacing between ground wire and conductors, 

and that the ground wire itself has very low impedance. 

Thus, if the possible induced voltage without ground wire 

were 1,000,000 volts, a 50 per cent reduction would bring 

this to about 500,000 volts, which would prevent flashover 

on a line insulated for 600,000 volts. On the other hand, the 

reduction from 1,000,000 to 500,000 volts would be of no avail 

on a line insulated for 350,000 volts. However, if the light¬ 

ning stroke occurred farther away, the induced voltage would 

56337°—29-3 
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be less, say 600,,000 volts. Then a 50 per cent reduction 

would bring the voltage below the flashover strength of the 

insulators. Because of construction, the elevation above 

ground, and the system of connections, these voltages are 

not, in general, experienced on secondary low-voltage cir¬ 

cuits. 

On account of the nature of the lightning discharge there 

is considerable time lag in the arc over of the insulators; that 

isj a much greater voltage is necessary to flash them over 

than at 60 cycles. For example, an insulator which flashes 

over at 500,000 volts, 60 cycles may require 1,000,000 volts 

or more if the wave is of very steep front and of sufficiently 

short duration. From this it follows that a reduction of 30 

per cent or more in induced voltage may prevent 80 to 90 

per cent of the flashovers on a line whose insulation strength 

is comparable to the average voltage induced by lightning 

and a correspondingly smaller percentage on lines whose 

insulation strength is less. 

451. Protection to Stations. 

It is generally agreed that the steep wave fronts induced 

by lightning are rapidly damped out by the resistance of the 

line conductors, so that as a rule they do not travel any 

great distance. Nevertheless, a certain percentage of the 

overvoltages are induced near stations, and those induced 

farther away sometimes arrive at stations with sufficient 

remaining voltage to endanger apparatus. Thus, any 

reduction caused by the ground wire assists in protecting 

the apparatus connected to the line. 

Also, by acting as a short-circuited secondary, ground 

wires may aid in reducing voltage at stations, by damping 

out the wave of discharge; that is, ground wires not only 

lower the induced voltage, but also reduce that voltage 
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further by more rapid attenuation where the surge is prop¬ 

agated for a considerable distance. 

Ground wires assist in relieving a system by reducing the 

ground resistance in some cases, and by providing a positive 

ground return for the short-circuit current. 

In determining the advisability of installing a ground wire 

on the lower-voltage lines, it is necessary to carefully balance 

the cost with the advantages of safety and service secured. 

On very low-voltage systems, it can hardly be expected 

that ground wires would reduce the voltage below the 

flashover strength of the insulator. 

Ground wires which have insufficient strength or which 

are not properly installed, may cause trouble due to breaking, 

swinging into transmission conductors, etc. This is not 

an argument against the efficiency of ground wires, but 

rather against the use of unsuitable or improperly installed 

ground wires. 

452. Materials, Wire Sizes, and Method of Installation. 

It is desirable that ground wires should have a low im¬ 

pedance, be made of rustproof material, and have approxi¬ 

mately the same sag as the line conductors. They may 

be made of the same size and material as the line conductors, 

but, if this is not considered economically practicable, 

there may be used a copper-covered steel wire in which 

the copper and steel are intimately welded together. The 

conductor should be of a size to prevent corona and to give 

sufficient mechanical strength. 

In order to prevent crystallization due to vibration of 

the ground wire, special methods of support have been 

devised which are being tried out on important lines. In 

general, the ground wire maintains a sufficiently good con¬ 

tact with the tower frame, but where this is not adequate, 
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the use of a jumper may be desirable to insure good con¬ 

ductance over the ground-wire clamp to the tower. 4 

On steel tower lines the earth footings will ordinarily 

serve as sufficient connection to the earth itself. Where, 

because of the character of the soil or foot supports, this e 

connection is not sufficient, additional facilities, where 1 

practicable, shall be provided, such as connections from the 

tower structures to separate pipe grounds or connection r 

between towers. It is believed necessary that special f 

attention be paid to obtain good grounds, as in some cases ^ 

the total short-circuit current due to accidental flashover 8 

may be concentrated at a few points instead of being dis- 8 

tributed among a great many points. The resistance 

should be kept as low as possible. 

In case of wooden-pole lines a conductor should be run 

from the ground wire to the ground at frequent intervals. 

Obviously the best results will be secured by grounding at * 

each pole, except where this may incur such increased hazards 

to linemen or other operating difficulties due to carrying the 

ground potential up along the pole, that a modification may 

be found to be desirable. 

With wood-pole construction in dry climates, pins are f 

generally left ungrounded to take advantage of the extra in- 1 

sulation afforded by wood poles and cross arms, and in such 

cases the omission of ground wires may be justified. Wher- !'^ 

ever salt, alkali dust, etc., make uncertain the insulation * 

afforded by the wooden structure it is generally considered ( 

advisable to ground the pins to avoid burning of cross arms, ■( 

etc. Here there is nothing gained by omitting ground wire, * 

and its installation presents the same advantage as on steel f 

structures. 
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SEC. 46. LIGHTNING-ARRESTER GROUNDS 

460. Impedance of Ground Connections. 

(a) General.—The purpose of grounding lightning arrest¬ 

ers is to secure a permanent path of low impedance between 

the arrester and the earth. 

The problem of grounding lightning arresters is in many 

respects the same as the problem of grounding neutrals of 

power systems. Solutions to these two problems differ 

because of the relatively small amounts of energy and of the 

steep wave fronts involved with the functioning of lightning 

arresters. 

The total impedance of a connection to earth is made up 

of the impedances of the following elements: 

1. The grounding conductor. 

2. The connection between the grounding conductor and 

the ground electrode. 

3. The ground electrode. 

4. The contact between the ground electrode and the soil. 

5. The soil around the electrode. 

The first two of these elements are discussed under corres¬ 

ponding headings and the last three under “Ground Elec¬ 

trode.” 

(b) Grounding Conductor.—Owing to the steep wave 

fronts of lightning-arrester discharges the potential drop in 

the grounding conductor is mostly inductive, and, conse¬ 

quently, attention should be centered on constructing this 

connection with a minimum of self-inductance. To attain 

this end, the connection should be as short and as straight as 

possible. Beyond a certain size, the self-inductance is not 

appreciably diminished by increasing the size of the con¬ 

ductor. In practice it is usually found that when the con¬ 

ductor is large enough to provide mechanical strength, any 

further increase does not considerably reduce its self-induc- 
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tance. When a’lower self-inductance is required, it can best 
be obtained by arranging more than one grounding conductor i < 
in parallel; for instance, one on each side of a pole. ; 

WTiere exposed to mechanical injury, as near the base of a 
pole, a grounding wire should be protected with a covering of s 
wood or other insulating material. A grounding wire should 
never be run through a metallic conduit, unless electrically ( 
bonded to both ends of the conduit. Unless this is done, the i 
metallic conduit increases the potential drop in the conductor. | 

(c) Connection Between Grounding Conductor and 

Electrode.—The connection between the grounding con¬ 
ductor and the electrode is of the highest importance. It i 
should have ample area of contact, should be strong mechan- i 
ically, and should be kept above the ground if possible, i 
Contact of different metals underground should be avoided , 
so as to avoid the deterioration which would result from 
galvanic action. When unavoidable, such joints should be 
coated with tar, pitch, or paint, which will insulate the 
joint from any electrolytes which may be present in the soil. 

In connecting the grounding conductor to a buried plate 
the conductor should be run along the plate and connected to 
it at several points. The contact should be such as to be 
maintained mechanically, whether to a copper plate or a 
galvanized iron plate or pipe, but this connection should be 
soldered also whenever possible. 

The connection to a buried electrode should never be made 
by a single underground conductor, since a mechanical injury 
to that conductor might escape detection and render the 
entire system inoperative. Such underground connections 
should consist of several conductors run in parallel, and laid 
slack so as to decrease the danger of mechanical injury. 

(d) Ground Electrode.—The total impedance between 
a ground electrode and the earth is made up of the following: 
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1. The impedance of the electrode itself: This is inappre¬ 

ciable compared with the total ground impedance, except in 

the case of grounds to extensive water-pipe systems. 

2. The contact resistance between the electrode and the 

soil: This is relatively small in properly constructed grounds. 

3. The resistance of the soil: This depends upon the size 

of the electrode, upon the resistivity of the soil, and upon 

the distribution of the current, the latter being largely a 

function of the general form of the electrode. 

(e) Resistivity of the Soil.— 

(1) Character of the soil.—The conducting properties of 

the soil depend almost entirely on the presence of solution of 

acids, salts, or alkalies. The lowest ground resistances are 

usually obtained in fine loam or clay. The presence of sand, 

gravel, or stones increases the resistance. 

(2) Effect of moisture.—The resistivity of the soil increases 

very rapidly when its moisture content is decreased below 

about 15 per cent. It is therefore of the utmost importance 

that the ground electrode penetrate sufficiently the perma¬ 

nent moisture level. When the moisture content is increased 

above 15 per cent the resistivity is not materially decreased. 

Ground electrodes should never be placed in bodies of 
relatively pure water, for instance, mountain streams or 

lakes, since the conductivity of such water is very low. 

(3) Effect of temperature.—Above freezing, a change in 

temperature causes a change of about 2.5 per cent per ° C. in 

the resistivity of soil, but below it the resistivity increases 

more rapidly as lower temperatures are reached. Conse¬ 

quently, ground electrodes should always extend below the 

frost level. 

(4) Artificial treatment of soils.—In order to obtain a 

sufficiently low ground resistance in soils of high resistivity— 

that is, soils containing much stone, gravel, or sand—the 
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resistivity of the soil around the electrodes may be reduced by 

treatment with a salt solution, or a high-resistance soil 

around the electrode may be replaced by a good conductor, 

such as coke. 

The treatment with a salt solution consists usually in 

placing around the electrode some soluble salt in granulai 

form, covering the whole with soil, and saturating it with 

water. 

Common salt is quite satisfactory for this purpose and 

is most commonly used because it is quickly soluble, in¬ 

expensive, hygroscopic, and greatly reduces the resistivity 

of the soil. It has a corrosive effect on the ground electrode, 

but not to such an extent as to prohibit its use. 

Other substances which have been used for the purpose 

are calcium chloride and sodium carbonate. These do not 

cause as much corrosion as common salt, but calcium chloride 

is comparatively expensive, and a solution of sodium car¬ 

bonate has a resistivity which is high compared with that 

of a common-salt solution. In recent times copper sulphate 

has been successfully employed. Its solution has a high 

conductivity and it is claimed that it does not produce 

corrosion. 

Besides corrosion, the principal disadvantage of any salt 

treatment is that the salt is leached into the surrounding 

earth and must be replaced. Grounds treated with salt, 

therefore, require periodic attention. 

Treatment with coke consists in replacing the high-resist¬ 

ance soil around the electrode with coke, which has a good 

conductivity when well packed. Similarly to common salt, 

the use of coke results in corrosion of the electrode. Its 

chief advantage lies in its permanency and in the fact that its 

resistivity does not depend on its moisture content. Treat¬ 

ment with coke is not practicable in the case of driven 
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grounds but is quite economical when buried-plate elec¬ 

trodes are used. The importance of tamping the coke well 

can not be overemphasized. 

461. Water-Pipe Grounds. 

Except under special circumstances, a water-pipe system 

constitutes the best ground electrode and should be used 

when accessible. The impedance of such a ground usually is 

lower than any that can be attained by means of artificial 

grounds, and the expense is less. The grounding of light¬ 

ning arresters to water-pipe systems results in no appreciable 

electrolysis of the pipes because the quantities of electricity 

discharged are very small. 

Owing to the considerable area covered by the ordinary 

water-pipe system, the resistance of the soil and the Contact 

resistance between that system and the soil are negligible. 

The most appreciable part of the total impedance is usually 

that of the pipe itself and of the joints between the pipes. 

In certain cases this impedance may be so high as to prohibit 

the use of the water-pipe system as a ground electrode. Such 

a case may arise— 

1. When the joints between the pipes are made of some 

high-resistance material, such as Portland cement. 

2. When the only accessible water pipe extends a great 

distance before connecting to the main pipe system. 

462. Other Underground Structures. 

When a suitable water-piping system is not available, 

metal well casings, or other underground metal structures 

may be used, but structures exposed to contact with the 

public, such as the frameworks of buildings, metal drain 

pipes, fences, track rails, etc., should not be used, except 

that track rails may be employed for grounding railway 

lightning arresters. During heavy lightning discharges 
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such structures may have high potentials to ground, and if 
exposed, would constitute a hazard. 

Lightning arresters should never be grounded to gas 
pipes. 

463. Artificial Grounds. 

(a) General.—In the case of artificial grounds, the im¬ 
pedance of the electrode itself is usually negligible when 
compared with the total impedance between the electrode 
and the earth. 

The contact resistance between the electrode and the soil 
is also negligible if the soil around the electrode is packed 
well, and if the surface of the electrode is kept free from 
paint, grease, or other insulating material. Iron rust on the 
surface of the electrode has little or no effect since it is 
permeable to water and has no greater resistance than the 
soil around it. 

The principal factor in the total impedance between the 
electrode and the earth is the resistance of the soil around 
the electrode. This depends on the resistivity of the soil, 
which has been discussed already, and on the distribution of 
the current, which in soils of uniform resistivity is solely a 
function of the general form of the electrode, and in non- 
uniform soils is a function of both the nature of the soil 
and the form of the electrode. 

The electrodes commonly used are driven pipes or rods, or 
buried plates. The driven form of electrode generally costs 
least to install, and is therefore used wherever practicable. 

(Jb) Driven Pipes or Rods.—As already mentioned, of 
all the forms of artificial grounds, driven pipes or rods are 
usually the least expensive to install and should be used 
except when the soil is underlaid with rock or is so stony as 
to prevent driving, in which case buried electrodes of con¬ 
siderable area, such as plates or strips, should be used in 
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order to obtain low resistance. The advantages of driven 

pipes or rods are: 

1. Ease of construction and low cost. 

2. Minimum requirements as to ground space. 

3. Little or no excavation. 

4. Multiple grounds can easily be provided. 

5. Connection to pipe or rod is above ground and, there¬ 

fore, is accessible for inspection. 

There is no difference as to electrical characteristics 

between pipes and rods. For the same diameter, rods are 

more expensive, but are sometimes easier to drive because 

of greater mechanical strength. In certain localities the 

ground may be too stony to drive ordinary pipe, but may be 

penetrated with the stronger solid rod. Also, it is possible 

to obtain ground rods covered with copper which, in some 

cases, increases the resistance to corrosion. 

There are several factors which influence the resistance of 

driven grounds. These factors are as follows: 

(1) Depth of driving.—Increased depth of driving makes for 

lower ground resistance because of the greater cross-sectional 

area of the soil path of the current, the greater penetration 

into moist earth, and the greater penetration below the frost 

level. In soil of uniform resistivity little is gained by driv¬ 

ing the pipe or rod beyond a depth of 8 feet (2.5 m). Under 

ordinary conditions, however, the resistivity of the soil is 

far from uniform, because of the freezing of the upper 

layers, because of their dryness, and because of nonuniform¬ 

ity of soil. Artificial grounds should be located where 

practicable below permanent moisture level, or, failing in 

this, at least 6 feet (1.8 m) deep. Each ground should 

present not less than 2 square feet (0.2 sq. m) of surface 

to its exterior soil. 

(2) Size of pipe or rod.—There is not sufficient difference 

in the elctrical resistance with pipes from % to 2 inches 
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(1.9 to 5 cm) internal diameter, to justify a contention that 

any one size is best. Mechanical consideration and per¬ 

manency govern to a considerable extent. One-inch (2.5 

cm) pipes will usually prove satisfactory, though 1.25 and 

1.5 inch (3.2 and 3.8 cm) sizes are considered better practice. 

Solid rods are usually smaller. 

(3) Pipes or rods in multiple.—The use of several pipes or 

rods in multiple is often necessary to secure low resistance 

values. Since about 90 per cent of the total potential drop 

takes place within 2 feet (0.6 m) of the pipe or rod, the pipes 

or rods should be driven at least 6 feet (1.8 m) apart whenever 

possible. One pipe will then be kept out of the dense current 

path of another, and the resistance of the ground connection 

will vary almost inversely as the number of electrodes. 

When the pipes can not be installed at this distance, as 

at the base of a pole for example, two or three pipes can be 

driven and the ground resistance may be reduced con¬ 

siderably thereby, although the pipes be only 2 feet (0.6 m) 

apart. At 6 feet (1.8 m) apart the resistance of two pipes in 

parallel is approximately 55 per cent of one of them, and at 2 

feet (0.6 m) apart is approximately 65 per cent. It should 

be remembered that a pole butt constitutes a path of high 

resistance, and its presence between two ground pipes 

increases the resistance to earth. 

(c) Buried Electrodes.—The usual forms of buried 

electrode grounds are buried plates, buried strips, and 

patented grounding devices. 

In such cases the electrodes are usually embedded in coke 

since the presence of coke very appreciably lowers the total 

ground resistance without adding much to the expense, 

because little additional excavation is necessary. 

(1) Plates.—Plate electrodes should be buried from 5 to 

8 feet (1.5 to 2,5 m) underground. Placing of plates deeper 
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than 8 feet (2.5 m) increases considerably the expense of 

the installation without any corresponding decrease in re¬ 

sistance in soils of uniform resistivity. In any case, how¬ 

ever, the plates should be set below the permanent moisture 

level. 

Plates may be set either flat or on edge. The latter form 

is preferable, although less common, as it usually requires 

less excavation for the same average depth of setting and 

results in better contact between both sides of the plate and 

the soil. 

The shape of the plates should be long and narrow, both 

because the soil resistance is then lowered for a given area 

of plate and because excavation in the shape of trenches is 

usually more easily carried on than in the shape of rectang¬ 

ular wells, and this is of considerable importance in minimiz¬ 

ing the cost of the work. 

It has been found that there is no economy in the use of 

plates of more than 20 square feet (1.9 sq. m). Where 

two or more plates are set in parallel trenches, their separation 

should be from 25 to 30 feet (7.5 to 9 m). ; 

Buried plates are usually of copper or cast iron, the latter 

preferably galvanized. 

(2) Strips.—Buried strip grounds are used when bedrock 

is so near the surface of the ground that pipes or rods can 

not be driven, and plates can not be set deep enough to 

make an effective ground. A buried strip is the same as a 

very narrow plate, but with this form of electrode it is found 

that in soil of uniform resistivity there is little decrease in 

resistance below a depth of about 3 feet (0.9 m). For best 

economy, strips should not be more than about 20 feet 

(6 m) long and should be laid as straight as possible. A 

considerable ground area and system of buried conductors 

is usually required with this form of electrode. 
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(3) Other jorms.—Almost any metal object of proper size 

can be used as a buried electrode. In selecting and installing 

such electrodes it should be borne in mind that the contact 

resistance at the surface of the electrode is usually a very 

small fraction of the total ground resistance, and, therefore, 

any increase in the contact area by means of corrugations 

or otherwise, has negligible effect on the total ground resist¬ 

ance. The soil resistance depends not on the contact area, 

but on the distribution of the current. 

464. Separation of Grounds. 

When artificial grounds are used it is advisable to connect 

in parallel as many of the electrodes as possible, so as to 

obtain a lower resistance. It is bad practice, however, to 

interconnect the grounds of high tension and low tension 

lightning arresters, or to interconnect the grounds of lightning 

arresters and system or equipment grounds, excepting in 

stations where the grounding system is extensive and all 

equipment frames and cases are interconnected with the 

metal framework of the station. 

For generating stations and substations the use of a. ground 

bus or its equivalent, grounded at more than one point, with 

all metallic structures included connected to this ground bus 

at various points, is recommended. All arrester and trans¬ 

former neutrals should be connected to the same bus. This 

method establishes a metallic ground connection such that 

even if one of the individual grounding connections is lost, 

the resistance to earth of the ground bus does not change 

materially. 

Where it is not desirable to ground the cases of trans¬ 

formers, as with distribution pole-type service, it is not 

economical to attempt any ground-bus scheme and, therefore, 

it is desirable to keep the lightning-arrester grounds separate 

between high and low tension sides of the transformer, and 
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also separate from other grounds which may exist for other 

purposes. The chief danger here which may arise from the 

use of a common ground connection lies in the fact that at 

the time of discharge of the high-tension lightning arrester a 

dangerously high potential may be communicated to all 

metallic bodies connected to the same ground. 

Where water-pipe systems are used as ground electrodes 

there is no objection to connecting both lightning arresters 

and other equipment to the same water-pipe system, because 

the resistance of the water-pipe system is very low and there 

is little danger that its potential will become dangerously 

high. Even in such cases, however, it is advisable to make 

each connection to the water-pipe system by means of a 

separate grounding conductor, and not to connect them by 

a common conductor. Otherwise, if a common conductor 

is broken, high potentials may be imparted to the other 

equipment grouped or multipled on the same grounding 

conductor. 

The number of artificial grounds, minimum resistance, 

accessibility of apparatus grounded, guards, maintenance, 

tests, etc., is covered elsewhere in this report and in the Na¬ 

tional Electrical Safety Code. It is recommended that tests 

be made on a ground when installed, to ascertain whether the 

resistance is lower than the maximum specified. 

SEC. 47. TESTING OF LIGHTNING-ARRESTER GROUNDS 

470. Resistance. 

The importance of low-resistance grounds for lightning 

arresters can not be over-emphasized. The protection 

against over-voltage afforded a system is dependent on the 

total impedance from the lines to be protected to the earth 

itself, and the ground resistance constitutes the major part 

of this impedance. Discharges of the order of hundreds of 
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amperes being quite common, it is evident that high voltages 
may develop between the arrester and earth even for 
comparatively low ground resistances. The best arrester 
handicapped with a high-resistance ground will give only . 
poor protection. Moreover, a high-resistance ground may 
cause high voltages to ground to appear on the grounding 
wires, which will introduce a possible hazard to persons or 
apparatus in contact with the arrester or grounding conductor. 

The maximum allowable ground resistance depends on 
conditions, such as characteristics of the transmission line, 
arrester impedance, location of the ground in question on 
the system, and density of installation of arresters. It is 
difficult to lay down any general rule for ground resistance, 
each case requiring more or less individual treatment. The 
best approximation to a general statement that can be made 
is to say that the resistance should be low. If the number 
of arresters for a given length of line is high, the ground 
resistance may safely be higher, several grounds and arrest¬ 
ers acting in parallel to drain the voltage from the line. 

In order to be sure that the protection against lightning 
is the best obtainable, it is essential to measure the resist¬ 
ance when the ground is made or shortly thereafter, and 
advisable to check it periodically, besides making visual 
inspections Mechanical injury or corrosion may entirely 
destroy the protection. Yearly inspections are probably 
sufficient for this class of service. Periodic measurements 
of ground resistance are particularly important where a 
salt is used to improve the ground in order to ascertain 
whether and when the effects of the salt wear off. Tests 
when the ground is made may indicate the advisability of 
moving the connection to a different locality where better 
soil conditions exist. 

There are several methods in use for measuring ground 
resistance. Four of these are described below. 
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471. Precautions to be Taken in Measuring Grounds. 

First, it is well to mention the general precautions which 

must be observed in measuring the resistance of grounds. 

It is advisable to use alternating currents for this purpose, 

because direct current causes a polarizing action at the sur¬ 

face of the ground electrode, which introduces an error in 

the observed measurements. However, if a direct voltage 

of 100 or more is available, fairly accurate results may be 

obtained, the error introduced by polarization usually 

being not more than 4 or 5 volts. If direct current is used 

and temporary auxiliary grounds are required, special 

precautions must be observed in making these grounds, 

as described under 474 below. 

In order to carry out the required measurements, it is 

necessary to establish at least one other contact with the 

earth. This may be an existing ground, such as a water-pipe 

system, a bonded-rail system, or other grounds already 

made. The resistance to ground of a large grounded system, 

such as a water supply, is usually so small that it may be 

neglected in comparison with the resistance of driven pipes 

or driven plates. It is, therefore, a good auxiliary ground 

to use, and, generally speaking, no correction need be applied 

to the measurements for the resistance of a water pipe or of 

a bonded-rail ground. However, in using water-pipe grounds 

it is nearly always necessary to connect to the system through 

the medium of a service pipe, which may contain high- 

resistance joints, although these are not met with frequently. 

Moreover, where they are present they usually indicate 

resistances which are obviously wrong. In this case the 

measurements may be checked by connection to another 

service pipe. If a bonded rail is used as an auxiliary ground, 

measurements should not be made while a car is drawing 

56337°—29-4 
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current through the rail. Of course, insulated sections of 

track can not be used for this purpose. 

If a water or bonded-rail system is not available for use 

as an auxiliary ground, other existing grounds may be used, 

provided they are not too close to the ground to be measured. 

If there are no existing ground connections within reach, 

temporary auxiliary grounds must be made. One or two 

short pieces of pipe driven into the ground and soaked with 

water will do. The following precautions should be observed 

in making these auxiliary grounds. They should be suffi¬ 

ciently far from the ground on test and each other to avoid 

introduction of misleading errors. The greater the separation 

the better. Fifteen feet (4.5 m) as the minimum is recom¬ 

mended, although 6 feet (1.8 m) is permissible if the cir¬ 

cumstances are such that much time and labor will be saved 

by using existing auxiliary grounds rather than new ones. 

If direct current is used for making the measurements, more 

care must be exercised in driving the auxiliary grounds than 

when alternating current is used. The resistance of the 

auxiliary grounds used for direct-current measurements 

should be equal to or less than the resistance measured 

because of the polarization effect mentioned above. 

Care should be taken that no grounds exist on the circuit 

from which energy is being drawn, while the measurements 

are being made. This is one reason why a transformer is 

usually made use of to supply current for alternating-current 

measurement of ground resistance. 

When measuring station grounds, the test connection to 

it should be made close to the ground electrode to avoid 

interference with protective relays in its ground wires. If 

the station ground resistance is high and the test current is 

large, some of the measuring current may go up the ground 

lead and out over the line to other grounds. It is always 
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preferable to isolate the ground to be tested from the system 

if reliable results are desired. However, this is not always 

possible in the case of station grounds, so in this case pru¬ 

dence should be exercised in choosing the value of measuring 

current. This applies to ammeter-voltmeter methods only. 

472. Method I (Ammeter-Voltmeter with Single Auxiliary 
Ground). 

The simplest method is available when there is accessible 

as an auxiliary ground a large grounded system, such as a 

water pipe or bonded rail. In this case all that is necessary 

to obtain a reasonably accurate measurement of the resist¬ 

ance of the ground in question is to pass current through 

both in series, measure the total voltage, and calculate the 

resistance. 

A modification of this scheme is shown in Figure 1 and 

may be used where the water-pipe ground has appreciable 

resistance. It requires an additional driven-pipe ground but 

eliminates the inaccuracies due to high resistance of the 

water-pipe ground. 

473. Method II (Ammeter-Voltmeter Using Three Current 
Terminals). 

The second method of measuring ground resistance is 

called the ammeter-voltmeter method using three current 

terminals. This is the most accurate procedure, especially 

if alternating current is used. Connections are shown in 

Figure 2. An insulating transformer is inserted so that 

line grounds will not be included in the circuit. Two auxili¬ 

ary grounds must be used. Current is passed through each 

pair of grounds connected in series and the voltage measured. 

This will determine the resistance of the circuits #12, #23, #13 - 

i?i2 = ri + r2 
#23 = r2 + r3 

#13 = rl + ?3 



42 TESTING GROUNDS 

t 

Knowing the value of Bn, R23, i?13, we have three simul¬ 

taneous equations with three unknowns which we can solve 

for Ti, r2, r3) one of which is the ground under test. 
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The precautions above should be borne in mind. If 

accurate results are desired, the transformer used should 

be capable of delivering a secondary voltage of approxi- 
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mately 100 volts, and should be equipped with taps for use 

in measuring low-resistance grounds. 

If only direct current is available for the above method, 
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good results may be obtained provided certain precautions 

are observed to preclude errors which are negligible if alter¬ 

nating current, and an insulating transformer are used. As 



44 TESTING GROUNDS 

stated above, 100 volts at least should be applied to decrease 
the effect of polarization. However, this voltage will be 
shared by two grounds in series. The division of voltage 
may be such that the effects of polarization introduce con¬ 
siderable error. Therefore, it is important to exercise care 
in making the auxiliary grounds. Also there must be no 
grounds on the circuit from which energy is being drawn. 
If such grounds exist, and can not be removed, the direct- 
current method described above must be avoided because 
of the errors introduced by cross currents. The use of 100 
volts introduces difficulties in the handling of the high 
measuring current which will flow when low-resistance 
grounds are measured. 

The method indicated above requires a source of current, 
and necessitates connections to that source of current. When 
measuring lightning arrester grounds along a transmission 
system low voltages are not always accessible, the available 
source often being only the transmission line to which connec¬ 
tion is difficult. This source of current may be of several 
different voltages so that different transformers would have 
to be available for testing, depending on which line voltage is 
within reach. 

474. Method III (Ammeter-Voltmeter with Battery and 
Reversing Switch). 

This method is outlined for use where great accuracy is not 
required, but is satisfactory for determining whether the 
ground is of the order of a few ohms or many. It permits the 
use of an entirely portable and self-contained outfit which 
can easily be carried in an automobile. 

This is entirely similar to Method II except that a battery 

of about 24 volts is used as the source of current. The higher 

the battery voltage the more accurate will be the results. 
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Twenty-four volts is, in general, sufficient. The circuit is as 

shown in Figure 3. 

Readings are taken with the switch in one position, then 

the polarity is reversed and the reading repeated. The mean 

of the two resistances thus obtained is taken as the resistance 

of the circuit. The ground resistances, ru r2, r3, can then be 

calculated as in Method II. This procedure overcomes in 

part the effect of polarization. It has certain limitations and 

q21F <53 = 

Figure 3.—Use of battery and reversing switch 

too great reliance should not be placed on the results. The 

method requires a certain skill and technique, if even passable 

accuracy is desired. The readings should be taken as soon 

after the closing of the switch as possible and the switch then 

opened. Current should not be permitted to flow for any 

appreciable length of time before the meters are read. If 

this precaution is observed, it is possible to get the necessary 

data before polarization has gone very far. If a water-pipe 
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or bonded-rail system is available for use as an auxiliary 

ground, the procedure may be simplified to a method similar 

to Method I. 

This method should give results that are accurate within 

10 or 12 per cent except in the case of very low ground 

resistances in the order of 1 or 2 ohms, in which case the per¬ 

centage error will be greater. However, the method is gen¬ 

erally satisfactory for determining whether a lightning arrester 

ground is good or bad. The fact that the apparatus is self- 

contained and portable and that it avoids the danger of false 

results due to grounds on the supply circuit recommends it. 

475. Method IV (Bridge with Alternating Current). 

This apparatus may be portable and self-contained. The 

results do not require as much calculation as in the foregoing 

method. The circuit is shown in Figure 4. The apparatus 

consists of a dry-cell feeding the primary of a small step-up 

transformer through a buzzer. Alternating current is thus 

induced in the secondary and applied to the current terminals 

of the bridge and grounds. A telephone receiver is used in 

place of a galvanometer to obtain balance of the bridge. The 

sensitivity of the receiver should be rather low, because it is 

then less responsive to disturbing stray currents. The bridge 

should preferably be a portable one. An outfit as used for 

locating faults in a line by the Murray or Varley loop tests 

may be used. The buzzer should preferably be of the type 

used in radio telegraphy. The size of the transformer is unim¬ 

portant except that it should be as small as possible for the 

sake of portability. A ratio of 1 to 10 is preferable, but other 

ratios may be used. The procedure is the same as in Method 

III, two auxiliary grounds ordinarily being used. The resis¬ 

tance of each pair in series is measured and the resistance of 

the ground in question calculated. 
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If a water-pipe or bonded-rail ground is available for use 

as an auxiliary, the resistance may be measured in a manner 

similar to Method I. 

The method here described has the following advantages: 

The source of energy constitutes a part of the apparatus and 

is small. The complete outfit is low in weight, easily port- 
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able, and rugged.’ Where much testing is to be done, a 
permanent set-up can be made. The results require less 
calculations than ammeter-voltmeter schemes. 

The disadvantages of the method should be noted. Stray- 
currents in the earth may cause so much noise in the telephone 
receiver that a balance can not be obtained. If care is taken 
to disconnect the ground being measured from all electrical 
circuits, the chances of difficulties from this source are 
reduced. If the ground connection is attached to a circuit of 
considerable extent, or if a long wire is necessary to reach 
the auxiliary ground, inductance and capacity effects may 
make it extremely difficult to obtain balance of the bridge. 
The method requires that a certain amount of pains be 
taken in making the measurements. Familiarity with the 
apparatus and a certain technique are required if results are 
to be obtained in the minimum time. 

476. Comparison of Methods. 

The question arises as to which of the above-described 
methods is the preferable one. 

When accurate results are desired, Method II using alter¬ 
nating current is undoubtedly the best. It has certain 
drawbacks, and on extensive systems is rather troublesome. 
Where the system is concentrated and low-voltage distri¬ 
bution is everywhere available it is to be preferred over the 
others. It is particularly useful in measuring station grounds 
in which case the set-up can be made very easily. 

When the system is extensive, and many grounds must be 
checked, particularly at remote points, portability and ease 
of making the test are prime requisites. Where the desired 
accuracy is not too great, and results within 10 per cent of 
correct value are generally sufficiently reliable for the resis¬ 
tance of lightning-arrester grounds, Method III or IV is to be 
recommended. 
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The apparatus used in Method IV is the most portable of 

all, but, as indicated, it has certain limitations. It is 

usually inapplicable to measuring station grounds which must 

be left on the line, because of noise in the telephone receiver. 

For measuring only lightning-arrester grounds which can be 

isolated from the line, and when a large number of grounds 

are to be checked, Method IV works out satisfactorily. The 

apparatus is more expensive than that required for Method 

III unless a portable bridge is already part of the operating 

company’s equipment. 

Where all sorts of grounds must be checked, Method III is 

probably to be preferred, because the apparatus is portable, 

rugged, and easily handled after a little practice. Every 

operating company has meters which may be used in this 

set-up, so that only the outlay for the battery is required. 

Several portable ground-testing instruments are available 

for making a comparatively rapid measurement of ground 

resistance. These are of the bridge or ohmmeter type. They 

require auxiliary reference grounds, as do the previously 

described methods, but possess the advantages of port¬ 

ability, direct indication of resistance, and safety. The 

instruments make use, in general, of either Method II or 

Method IV. 

For a thorough detailed discussion of grounds, reference is 

made in general to section 46, and the bibliography con¬ 

tained in Appendix B, and specifically to Technologic 

Paper No. 108 of the Bureau of Standards entitled “Ground 

Connections for Electrical Systems,” by O. S. Peters. 



PROTECTION OF COMMUNICATION AND SIGNALING 
CIRCUITS AND EQUIPMENT 

INTRODUCTION 

Need of Protection. 

Potentials greatly in excess of the normal working volt¬ 

ages may be impressed upon communication and signal 

circuits as a result of lightning. This is particularly true of 

circuits in which aerial conductors of considerable length, 

not in cables, are used. Conductors in metal-sheathed 

cables, which have no connections with aerial wire, are so 

well shielded that lightning effects upon them are usually 

negligible. 

If protective devices were not employed, the presence of 

these abnormal potentials would be liable to result in injury 

to persons using or working upon the circuits, or damage to 

the plant through breakdown of insulation. In some cases 

the latter result may lead to property losses by fire. 

It has, therefore, become the general practice to provide 

on communication circuits protective devices designed to 

minimize lightning effects. Such protection is, of course, 

provided only on circuits which include sections upon which 

abnormal potentials due to lightning are likely to be im¬ 

pressed. The protector is usually located at the junction 

of the exposed line with the plant to be protected. 

SEC. 50. SCOPE, ETC. 

500. Scope and Purpose. 

This part of the report deals with the protection against 

lightning of all circuits, and all apparatus connected to 

50 
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circuits, used for general communication and signaling pur¬ 

poses. Its scope is limited to the location and method of 

installing protective equipment irrespective of the method of 

operation. 

The purpose is to set forth means and methods whereby the 

hazard to life and property and the interruption of communi¬ 

cation due to lightning may be minimized. 

SEC. 51. FORM OF PROTECTORS AND METHODS OF USE 

510. Form of Protectors. 

Lightning protectors for communication circuits are con¬ 

structed upon the principle of providing, in parallel with the 

portion of the plant to be protected, a path of such electrical 

characteristics that, under the pressure of abnormal potentials, 

it will carry a large proportion of the resulting current. 

The protectors are, of course, so constructed that under 

normal conditions they do not divert the operating currents 

from their normal paths. 

The type of protector most commonly used on communi¬ 

cation circuits is the spark gap, consisting essentially of two 

electrodes insulated from each other, with a space between 

them of such dimensions that sparks will pass from one 

to the other when the potential difference exceeds a given 

value. In the most generally used form of protector the 

spark passes through an air space between the electrodes, 

while in another class of protector the sparking occurs 

across a partial vacuum. The materials used for the elec¬ 

trodes and their shapes and dimensions vary widely in the 

many different forms of spark-gap protectors. 

Another type of protector that has been used to a limited 

extent is based upon the use of a material having a critical 

voltage-resistance characteristic; that is, the material in 

question must have a very high resistance at the voltage 
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used for the operation of the system and a much lower 

resistance at higher voltages. 

511. Connections of Protectors. 

One of the two electrodes is connected to a conductor of 

the circuit to be protected, and the other electrode is con¬ 

nected to a “ground” consisting of some metallic object or 

structure which is in good electrical contact with the earth. 

512. Additional Features. 

The protectors used on communication circuits frequently 

include fuses or similar devices in addition, but these addi¬ 

tional features are not employed for the purpose of protect¬ 

ing against lightning. Their use is due to the fact that in 

well-settled communities circuits which are exposed to light¬ 

ning usually are subject also to accidental contacts with 

electric light or power circuits carrying voltages in excess 

of the operating potential of the spark gaps on the communi¬ 

cation circuits. As a result of a contact of that kind, a 

sufficiently heavy current might flow through the device to 

destroy it and, perhaps, start a fire. To avoid this possibil¬ 

ity, it is common practice to insert in the circuit, between 

the exposed wire and the spark gap, a fuse which will func¬ 

tion to open the circuit when traversed by any current large 

enough to create such hazard. 

SEC. 52. RADIO EQUIPMENT 

520. Accident Prevention. 

The following rules are quoted from part 5 of the 1926 

edition of the National Electrical Safety Code, A. S. A.-C 2, 

and apply to receiving stations and to transmitting stations 

of low and medium power. Requirements for making 

ground connections for the grounding conductor are given 

in sections 9 and 56 of that code, and are not repeated here. 
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551. The protective grounding conductor may be used 

also as the operating grounding conductor. 

552. The protective grounding conductor for receiving 

stations shall not be smaller than the lead-in conductor. 

The operating and protective grounding conductors for 

transmitting stations shall have strength and conductance 

per unit length not less than No. 14 A. W. G. (0.064 inch) 

hard-drawn copper. 

553. Grounding conductors shall be run in as straight a 

line as possible from the set or the protective device to a 

good permanent ground. Grounding conductors may be 

run either inside or outside of the building. 

Recommendation.—It is recommended that the protective grounding 
wire for low and medium-power transmitting stations be run outside 
of the buildings. 

Grounding conductors shall be guarded where exposed to 

mechanical injury. Grounding conductors may be of insu¬ 

lated or bare wire and need not be run on insulating supports. 

571. Each lead-in conductor of a receiving station shall 

be provided with a lightning arrester, whether or not an 

antenna grounding switch is used. The lightning arrester 

shall be such as to operate at a potential of 500 volts or less. 

The arrester may be located outside the building as near 

as practicable to the point of entrance, or inside the building 

between the point of entrance and the receiving set and 

convenient to a ground. The arrester shall not be placed 

in the immediate vicinity of easily ignitible material or in 

a location exposed to dust, inflammable gases, or flyings of 

combustible materials. 

572. An antenna grounding switch shall be used at low 

and medium-power transmitting stations to connect the 

lead-in conductors to the grounding conductor whenever 

the station is not in use. An antenna grounding switch 
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1 

is not required ar receiving stations, but may be used in 

addition to the lightning arrester. When in the grounding 

position, the switch shall short circuit the lightning arrester. 

521. Fire Prevention. 

The following rules are quoted from article 37 of the 1928 

edition of the National Electrical Code. Section 3702 

applies to receiving stations and section 3703 to trans¬ 

mitting stations. 

3702 j. If fuses are used, they shall not be placed in the 

circuit from the antenna through the protective device to 

ground. 

3703 g. A double-throw knife switch having a break 

distance of at least 4 inches and a blade not less than }/$ 

by }/2 inch, or a flexible grounding lead and clamp in place 

of this switch, shall be used to join the antenna and counter¬ 

poise lead-in to the grounding conductor. The switch or 

flexible grounding lead may be located inside or outside 

the building. The base of the switch shall be of non- 

absorptive insulating material. The switch or flexible 

grounding lead shall be so mounted that its current-carrying 

parts will be at least 3 inches clear of the building wall or 

other conductors in the case of continuous-wave sets of 

1,000 watts and less, and in all other cases at least 5 inches. 

The conductor from grounding switch or flexible grounding 

lead to ground shall be securely supported. 

It is recommended that the switch be located in the most direct 
line between the lead-in conductors and the point where grounding 
connection is made. 

3703 Z. When necessary to protect the supply system 

from high-potential surges and kick-backs there shall be 

installed in the supply line as near as possible to each radio 

transformer, rotary spark gap, motor and generator in 
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motor-generator sets and other auxiliary apparatus one 
of the following 

(1) Two condensers (each of not less than Ko micro¬ 
farad capacity and capable of withstanding 600-volt test) 
in series across the line with mid-point between condensers 
grounded; across (in parallel with) each of these condensers 
shall be connected a shunting fixed spark gap capable of not 
more than %2 inch separation. 

(2) Two vacuum-tube-type protectors in series across the 
line with the mid-point grounded. 

(3) Lightning arresters, such as the aluminum-cell type. 

56337°—29-5 



Appendix A.—LIGHTNING; ITS ORIGIN, CHARAC¬ 
TERISTICS, AND EFFECTS 

The term “ lightning ” is applied to certain types of heavy 

electrical discharges in the atmosphere. Within a compara¬ 

tively recent period its meaning was extended to include a 

variety of overvoltage phenomena arising in the operation 

of electric circuits, but owing to the resulting confusion this 

use of the term is no longer considered desirable. The fol¬ 

lowing discussion will be confined to atmospheric electric 

discharges, chief attention being given to the kind known 

as “ streak ” lightning or, to use a less scientific term, 

“ chain ” lightning, as it is this that causes damage and 

injury. 

The necessity for protection against lightning was recog¬ 

nized during the earlier periods of recorded history. The 

devices and methods then used, however, were characteristic 

of the times. They consisted chiefly in exorcisms by the' 

priesthood, the wearing of holy charms, the ringing of 

church bells that had been especially dedicated to the pur¬ 

pose, and the torture and burning of persons suspected of 

witchcraft. The latter were believed to be able to summon 

storms at will by reason of their being in league with demons 

and evil spirits.1 The origin of such beliefs was in the abyss 

of superstition and fear which formerly engulfed almost 

the entire human race and from which a considerable 

portion has not yet emerged. 

Deliverance in this particular from the thralldom of 

imaginary demons, witches, and angry gods came during the 

1J. C. Shedd, Proc. Colo. Scl. Soc., 8, p. 387; 1907. 
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period 1749-1752 with the invention by Benjamin Franklin of 

the lightning conductor, and his proof by means of his kite 

experiments of the identity of lightning with the electric 

spark. This work of Franklin marks one of the definite 

points of departure from a line of reasoning which ascribed 

all natural phenomena to capricious supernatural interven¬ 

tion and gave an impetus to logical inquiry into the laws of 

nature. Such inquiry, however, has progressed but slowly 

with respect to lightning flashes, only a few roughly quanti¬ 

tative measurements having been made, and these in very 

recent times. Nevertheless, the results now available enable 

us to estimate the magnitude of the quantities involved, and 

much has been gained from laboratory and field work in 

protection of property. It is the purpose here to sum¬ 

marize the existing information and attempt to distinguish 

between what is known and what is purely speculative. 

Sources of Lightning. 

The chief source of lightning is the familiar summer 

thunderstorm, which derives its name from the sounds re¬ 

sulting from its electrical discharges. Lightning has also 

been observed in the dust, steam, and gas clouds arising from 

volcanoes in eruption, in the dust clouds of deserts, and in 

clear skies, probably from charged bodies of air which 

drifted near each other or near the earth. In addition, there 

are silent luminous discharges within cloud layers and haze 

which have been observed at all times of the year, especially 

in regions where thunderstorms are scarce. 

T?PES OF LIGHTNING 

The most familiar type is streak lightning. Variations of 

this, but not distinct types in themselves, are ribbon, rocket, 

and bead lightning, and also forked and zigzag lightning. 
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Other types more rarely observed than streak lightning are 
ball or globular lightning and sheet lightning. 

Streak Lightning. 

Streak lightning exhibits a white or pink path of compara¬ 
tively small diameter, from an inch to a foot apparently, and 
of a length which may be from a fraction of a mile to several 
miles, depending upon the conditions of the discharge. The 
path in many cases is sinuous and forked with extensive 
ramifications, while in others it appears as a single streak, 
the ramified forks being absent or invisible. The streak 
lightning of a thunderstorm may occur within a cloud, be¬ 
tween separate clouds, between clouds and earth, or between 
a cloud and surrounding air. It is invariably accompanied 
by thunder of greater or less intensity. In the majority of 
cases its duration is very short, although there is a wide vari¬ 
ation in the duration and intensity of streak-lightning 
flashes, which is discussed in greater detail later. 

Ribbon Lightning. 

Occasionally a flash of streak lightning appears as a num¬ 
ber of more or less distinct parallel streaks, to which the 
name “ ribbon lightning ” has been given by reason of its 
appearance. What seems to be a satisfactory explanation is 
given by photographs of lightning flashes. It has been 
shown that most streak discharges consist of several suc¬ 
cessive discharges, which have appreciable time intervals 
between them. It has also been shown that in the intervals 
between discharges the path may be shifted by the wind 
through considerable distances. Thus,'several successive dis¬ 
charges displaced in space may, on account of persistence of 
vision, appear as parallel streaks. 
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Rocket Lightning. 

The term “ rocket lightning ” has been applied to streak 

discharges occasionally seen, the growth of which is so slow 

as to appear like a rocket. It may occur between clouds and 

earth, within clouds, or between clouds and surrounding air. 

In one case at least it has been observed between clouds and 

upper atmosphere.2 It has been explained as the discharge, 

under certain conditions, of a positively charged cloud.3 

Bead Lightning. 

In this the path of the discharge appears as a string of 

luminous globes or beads, separated by darker intervals. 

It is rarely observed, especially in pronounced form. Sev¬ 

eral explanations of this phenomenon have been offered. 

One is that it is due to variations of the path of the dis¬ 

charge with respect to the line of sight. Another that striae 

of haze obscure portions of the path. A third is that it is a 

combination of streak and globe lightning.4 

Forked Lightning. 

This refers to the branching of the streak discharge at its 

lower end in some cases, which results in its striking two or 

more objects at the same time. Thus two trees, or a tree and 

a house, some distance apart, may be damaged by the same 

stroke. 

Zigzag Lightning. 

This refers to streak discharges which assume an ex¬ 

tremely sinuous path. In some cases, because of the rela¬ 

tion of the line of sight to the path, it appears to describe 

a loop. Such discharges present altogether different appear¬ 

ances from different points of observation. 

2 Nature, 68, p. 599; 1903. 
3 G. C. Simpson, Proc. Royal Soc., Ill, p. 56 ; 1926. 
4 Sci. Amer., 106, p. 587; 1912. Humphreys, Physics of the Air, p. 351. 
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Globular Lightning. 

The term “globular lightning” is applied to the second 

distinct type which consists of the luminous globes, or 

globular-shaped masses, sometimes seen during thunder¬ 

storms to move along the ground, about objects resting on 

the ground, or through the air, in a manner quite inex¬ 

plicable to the observer. These globes seem in some cases 

tc5 explode with a loud noise and cause serious damage. 

They are held by some to be an optical illusion arising from 

persistence of vision which causes one to see a ball of fire 

in any position toward which the eye is directed after a 

particularly brilliant flash of streak lightning. This ex¬ 

planation can hardly be accepted, however, in view of a 

number of observations where persistence of vision did not 

seem to be a factor. It is now conceded that globular light¬ 

ning, or something resembling it, actually exists on rare 

occasions. Dr. Walther Brand, of Marburg, Germany, has 

assembled 600 accounts of ball lightning, of which 215 are 

sufficiently detailed and accurate to be worthy of study. 

From these he has summarized the characteristics of this 

singular phenomenon but does not attempt to explain it. 

It is thought to be a more than ordinarily brilliant brush 

discharge moving along a path of low dielectric strength 

in the storm’s electric field, probably immediately preceding 

or following streak lightning, which would account for the 

apparent explosions. It is now known that the electric 

fields of thunderstorms are of sufficient strength to cause 

such discharges, especially beneath the center of greatest 

electrical activity.5 

5 H. Norinder, Electric Thunderstorm Researches: Elect. World, 83, p. 223; 
1924. 
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Sheet Lightning. 

The proper application of this term is to the silent dis¬ 

charges occasionally observed in clouds and haze, which 

constitute a third distinct type of lightning. These dis¬ 

charges appear to be somewhat similar to the brush dis¬ 

charge of the laboratory but are of white color usually, and 

on a vast scale. In some cases great areas of the sky glow 

momentarily, and sometimes intermittently, with sufficient 

brightness to arrest the attention. The proper application 

of the term is significant, because the discharge appears to 

occur as a sheet, although actually it is most likely a volume 

effect. It is distinguished from the aurora by the fact that 

it takes place in the cloud layers, whereas the aurora is ob¬ 

served only in the rarefied upper atmosphere where clouds 

do not form. The phenomenon may be observed at times 

in winter on cloudy nights. It also occurs at other times of 

year, especially in regions where streak lightning is rare, 

and occasionally in the wake of cyclonic thunderstorms. 

The term “ sheet lightning,” or, more popularly, “ heat 

lightning,” is erroneously applied to the illumination aris¬ 

ing from streak lightning, the source of which is invisible on 

account of cloud banks, or being below the horizon, and so 

distant that the thunder either can not be heard or comes too 

late to be associated in the mind of the observer with the 

illumination. Sheet lightning is readily distinguished from 

the illumination of streak lightning by its persistence and its 

relatively slow variation of intensity. 

Nothing beyond speculation is offered to account for glow 

discharges in clouds, but possible causes are these: (1) The 

agglomeration of charged vapor particles to form water 

drops by which means the potential of the drops is raised to a 

point where a coronal discharge occurs to the surrounding 

air. (2) The changing of charged vapor particles to snow 
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crystals or ice particles which increases potential due to 

agglomeration and at the same time produces shapes which 

facilitate discharge. (3) The drifting of charged masses of 

vapor or ice particles from regions where the potential is 

high to regions where the potential is lower. The charge 

in the case of glow discharges is most likely negative, because, 

as indicated by Simpson (l. <?.), discharges from negatively 

charged clouds are likely to be of this character. 

St. Elmo’s Fire. 

This consists of silent discharges at the surface of the 
earth which appear as blue flamelike brushes at the tips of 
various pointed objects. It occurs most frequently in dry 
regions on the approach of storms, and also on mountain 
tops, especially if it is cold and dry. It is not confined to 
these places, however, as it occurs at sea on the masts and 
rigging of ships. It is not to be regarded as a type of light¬ 
ning, although it may attend lightning storms. 

CHARACTERISTICS AND EFFECTS 

From the point of view of protective measures streak 
lightning is the only kind that needs consideration, since the 
others are rare in occurrence or harmless. Streak lightning, 
however, causes considerable damage and loss of life, espe¬ 
cially in those regions where thunderstorms are frequent and 
severe. Its potentialities for damage are dependent upon the 
electrical characteristics which it has in common with elec¬ 
trical discharges produced in the laboratory—viz, current, 
voltage, and time—and their combination in power to cause 
explosion and energy to cause heat. Of these factors the 
maximum current and its duration determine its fusing or 
igniting effects, while the steepness of the wave front deter¬ 
mines the extent of its secondary or induced effects. The 
voltage gradient very largely determines the extent of its 
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effects on electric-power transmission and communication 
circuits. Of less importance from the point of view of pro¬ 
tection, but nevertheless of considerable interest, are the fol¬ 
lowing : The magnitude of the total voltage involved, 
whether the discharge is oscillatory or damped to such an 
extent as to make it a single impulse, and the cause of the 
noise and light. These characteristics are discussed here 
under the following headings: Source of static charge, volt¬ 
age, energy, maximum current, wave front and duration, 
induced effects, thunder, illumination, character of damage, 
effects on persons, and thunderstorm data. 

SOURCE OF STATIC CHARGE 

The work of G. C. Simpson 6 at the Meteorological Office 
of the Government of India, Simla, gave results which form 
a basis for an explanation in part at least of the mechanism 
by which the separation of electric charges in thunderstorms 
is produced. Two lines of research were adopted: (1) A 
systematic record was obtained by means of self-registering 
instruments of the electricity brought down by the rain 
throughout one rainy season; (2) laboratory experiments 
were made with the object of determining the source of the 
electricity of thunderstorms. 

The chief results of the first part of the work may be 
briefly summarized as follows: The aggregate amount of 
rain which fell during the periods of rainfall investigated 
was 30.04 inches (76.3 cm). The total quantity of positive 
electricity which fell on each square centimeter of surface 
was 22.3 electrostatic units, and of negative electricity 7.6 
units; thus 75 per cent of the electricity brought down by 
the rain was positive. During 71 per cent of the time that 

6 Trans. Royal Soc., 209, p. 279; 1909. 
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charged rain fell, the charge was positive. Considering that 
falling rain carrying a positive charge is equivalent to a 
positive current and rain carrying a negative charge to a 
negative current, then positive currents greater than 300 X 
10'15 ampere per square centimeter were measured in six 
storms and negative currents of greater than 300 X10'15 
ampere per square centimeter in two storms. 

In seven storms it was found that the rain carried positive 
charges greater than six electrostatic units per cubic centi¬ 
meter of water, and in two storms negative charges greater 
than this amount were recorded. The heavier the rainfall 
the more the positively charged rain preponderated over 
the negatively charged rain, and all rainfall having a greater 
rate than a millimeter in two minutes was positively charged. 
Light rain was more highly charged than heavy rain. The 
proportion of negative electricity brought down by the rain 
was slightly greater in the second than in the first half of 
the storm. The potential gradient was more often negative7 
than positive during rain. No relationship between the 
sign of the potential gradient and the sign of the electricity 
of the rain could be detected. 

The laboratory experiments showed that when a large 
drop of water is broken up into small drops in air the water 
becomes positively and the air negatively charged. In the 
first series of experiments drops of water having a volume 
of 0.24 cc fell on a vertical jet of air which broke them up 
into smaller drops. Under these circumstances the water of 
each drop, after having been broken up on the jet, carried a 
charge of 5.2 Xl(H electrostatic unit of positive electricity. 

7 Negative potential gradient in the atmosphere exists when the potential of 
a point decreases with increasing vertical distance from the earth, as would be 
the case with a negatively charged cloud and a positive charge on the earth 
beneath. Positive potential gradient is found under the opposite condition of 
a positive cloud and a corresponding negative charge on the earth. 
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Further, the presence of an original charge on the drops did 
not alter the effect. Drops originally charged positively 
had their charges increased, and drops charged negatively 
had their charges decreased. 

In the second series of experiments water was introduced 
through two small tubes into a vertical current of air which 
carried the water upward. Part of that which escaped from 
the air current was caught in an insulated vessel and was 
found to be positively charged, the charge being 15X10'3 
electrostatic units per cubic centimeter of water. 

In the third series of experiments drops of water were 
broken up in a manner similar to that employed in the first 
series, but within a compartment from which the air could 
be drawn through an Ebert apparatus. It was shown that 
the breaking up of the drops caused an ionization of the 
air. The breaking of each drop released 3.3 X10'3 electro¬ 
static unit of free negative ions and 1.1 X10~3 electrostatic 
unit of free positive ions. The excess of negative ions, or 
2.2 X10*3 electrostatic unit, corresponds to the positive 
charge retained by the water. The discrepancy between 
2.2 XlO-3 and 5.2 X10"3 as given previously is accounted for 
by the author by the fact that parts of the ions were dis¬ 
charged to the walls of the Ebert apparatus. 

In 1904 Professor Lenard 8 proved that drops of water 
which have a diameter greater than 5.5 mm are unstable 
when falling through air and rapidly break up into smaller 
drops. He also proved that the final velocity of any drop 
which has a diameter less than 5.5 mm does not exceed 8 m 
per second when falling through still air of normal density. 
Thus, no water can fall through an ascending current of air 
of normal density which has a velocity of 8 m per second or 
more, for all drops less than 5.5 mm in diameter are carried 

Meteor. Zeit., 21, p. 249; 1904, 
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upward, and all drops of larger diameter are quickly broken 
up into smaller drops. These facts, together with the results 
of the observations and experiments described above, have 
led to the formation of the following theory for the origin of 
the electrical separation of thunderstorms. 

It is probable that in all thunderstorms there are upward 
currents of velocities greater than 8 m per second. Such 
currents support large amounts of water which can not fall 
through the ascending air. Hence, as the top of the vertical 
air current is approached where its upward velocity greatly 
decreases due to the lateral outflow, there will be an accumu¬ 
lation of water in the form of drops which are continually 
going through the process of growing from small drops into 
drops large enough to be broken. Each time a drop breaks a 
separation of electricity takes place, the water receiving a 
positive charge and the air a corresponding negative charge. 
The moving air carries away the negative ions but leaves the 
positively charged water behind. 

A given mass of water may be broken up many times be¬ 
fore it finally falls to the ground and, consequently, may 
obtain a high positive charge. When it finally reaches the 
ground it is recognized as positively charged rain. The ions 
which travel with the moving air are rapidly absorbed by 
the cloud particles in the upper part of the cloud, and in 
time this would become highly charged with negative elec¬ 
tricity. Now, within a highly electrified cloud there may be 
combination of the water drops and from it considerable 
rain may fall at certain stages of the storm. This rain will 
be negatively charged, and under suitable conditions both 
the charges on the rain and the rate of rainfall could be 
large. 

A rough quantitative analysis shows that the order of 
magnitude of the electric charges produced by the breaking 
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of a drop of water is sufficient to account for the electrical 
effects observed in the most violent thunderstorms. All of 
the results of the observations of the electricity of rain de¬ 
scribed above are capable of explanation by the theory, 
which also agrees well with the actual meteorological phe¬ 
nomena and is quite generally accepted. It is thought by 
some that, while precipitation is the primary cause of the 
separation of electricity, the action, instead of being due to 
separation into parts of water drops, is similar to that of 
the influence machine.9 

Electrification of clouds, however, has been observed where 
vertical convection and rapid condensation did not occur. 
According to Simpson10 these phenomena can be accounted 
for by an extension of his theory. It has been shown that 
electrification can be produced by the separation of almost 
any substance. Thus, in duststorms and snowstorms separa¬ 
tion takes place by collision and abrasion between particles 
in much the same way as in the breaking of water drops, 
which leads to electrification, with the attendant phenomena. 
It is rare that electrification of this type produces lightning, 
because separation of charges does not occur, although it 
may occur in the case of a snowstorm accompanied by soft 
hail, because the hailstones acquire a high charge in their 
downward course by collision with snowflakes and take their 
charges with them to the ground. 

VOLTAGE 

The voltage of lightning discharges—that is, the difference 
in potential between the points marking the extreme ends of 
the path of the discharge immediately preceding its occur- 

9 Elster and Geitel, Wied. Ann., 25, p. 116; 1885. Physikal Zeit., 14, p. 
1287 ; 1913". Geitel, Physikal. Zeit., 17, p. 455; 1916. 

10 Nature (London), 112, pp. 727-728; 1923. 
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rence—has long’been a matter of conjecture. The nearest 
approximation so far made to the voltage of a lightning flash 
places it at about 100,000 volts per foot. This value was 
obtained by comparing the induced voltage on a model trans¬ 
mission line, where the total voltage was known to be 
2,000,000, with induced voltages from lightning measured on 
an actual transmission line.11 Other experiments indicate 
that at the most intense part of the electric field of a thunder¬ 
storm the electric intensity approaches the limiting value at 
which coronal discharges begin.12 Hence, it appears that for 
a discharge a mile in length the potential difference at the 
beginning of the discharge is of the order of 5X108 volts. 

A comprehensive series of measurements of the changes in 
potential gradient near the surface of the earth has been 
made by C. T. ft. Wilson.13 During the years 1914, 1915, 
and 1917 records were obtained during 864 discharges. The 
discharge was between negative cloud and positive earth in 
528 of these, or at least of a kind to cause a change in po¬ 
tential gradient at the instrument of the same nature. This 
predominance of discharges with the cloud negative appears 
not to be in accord with the observations of Simpson, who 
found the cloud usually positive, but the latter drew his 
conclusions from photographs of flashes to earth, while in 
Wilson’s case flashes from cloud to cloud were included. 

From the magnitude of the change in potential gradient, 
and the distance between instrument and path of discharge, 
it was estimated that the average value for the quantity of 
electricity involved was 20 coulombs. (A change of about 

11F. W. Peek, jr., High-Voltage Phenomena : J. Franklin Inst., 197, p. 15 
1924. 

12 H. Norinder, Electric Thunderstorm Field Researches: Elect. World, 83, 
p. 223 ; 1924. 

13 Proc. Royal Soc. of London, 92, p. 555; 1916. Phil. Trans, of Royal Soc., 
221, p. 73; 1920. 
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15,000 volts per meter was observed at a distance of 5 km.) 

If this amount of charge is distributed through a spherical 

mass of cloud with a radius of 250 meters it would produce 

an electric field of nearly 30,000 volts per cm at its surface 

and would have a potential of about 109 volts. This electric 

field is the limiting value at which air breaks down when the 

field is uniform, and it will break down at lower values where 

the field is nonuniform, as near surfaces having curves of 

short radius. 

If a voltage of this value produces a discharge over a path 

2 km long, the average gradient is much less than the above 

critical value. It does not seem necessary for the gradient to 

equal the critical value over the entire path for a discharge to 

start. Starting at the point of intense field local breakdown 

causes a readjustment of the field, which leads to progressive 

breakdown along the entire path. 

In Norinder’s observations gradients as large as 100,000 

volts per meter were recorded at points closer to the dis¬ 

charge. 

ENERGY 

The total energy dissipated by a flash of lightning may 

be roughly estimated in various ways. An estimate by Peek 

from his measurements of lightning voltages places the 

energy at 1.3 X107 watt-seconds. 

Another estimate has been made by Wilson in connection 

with the work mentioned in the preceding section, where the 

quantity of electricity discharged by a lightning flash was 

found to be 20 coulombs and the voltages 109, which gives 

for the energy 1010 watt-seconds, or nearly one thousand 

times as much as that estimated by Peek. 

The discrepancy between these two estimates may in part 

be attributed to the fact that most lightning flashes consist 
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of several separate discharges along the same path, usually 

1 to 10, and in one instance at least as many as 40. The esti¬ 

mate based on the voltage would take account only of a 

single discharge, and thus the 107 watt-seconds found in 

this manner should, perhaps, be multiplied by the number 

of separate discharges that constitute the entire flash or 

else a larger cloud area considered.14 

On the other hand, the estimate based on the quantity of 

electricity takes account of the total change of electrical 

condition, but, as pointed out heretofore, 10® volts may be 

too high, in which case the energy would be less. It seems 

not unreasonable to take 10s to 10® watt-seconds as the 

order of magnitude of the energy of a lightning flash. 

It is interesting to note that where lightning flashes occur 

at intervals of one second or less, as they may in severe 

cyclonic thunderstorms which cover a large area, an energy 

dissipation of 10® watt-seconds for each flash means that the 

power being dissipated is around 1,000,000 kilowatts. This 

is an impressive value, and the question may be raised as to 

the source of the energy. The most probable source is the 

vertical convection, the gravitational process so pronounced 

during the thunderstorm, which results in excessive con¬ 

densation accompanied by electrical separation. An idea of 

the power involved can be gained from a consideration of the 

rainfall. 

In a heavy Storm a rainfall at a rate of 10 cm per hour is 

not unusual, and at this rate the power derived from the fall¬ 

ing water, taking the height of fall as 1 km, would be 

3X1015 ergs per second per km2, or 1,000,000 kw for about 

3 km2. Thus, a rainfall of the foregoing amount over an 

area of 3 km2 would involve sufficient power to produce a 

flash per second. The total power available for the produc- 

14 Trans. Roy. Soc., 221, p. 73; 1920-21. 
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tion of lightning flashes may obviously greatly exceed the 

estimate based on the rainfall. 

MAXIMUM CURRENT 

What appears to be the first work on current intensities of 

lightning flashes was done by F. Pockels,15 who made use in 

his measurements of some of the peculiar magnetic proper¬ 

ties of basalt, and at the same time assumed that lightning 

discharges are unidirectional. In the course of some labora¬ 

tory experiments Pockels found that for unidirectional 

magnetic fields the residual magnetism of prisms of nephe- 

line basalt depended neither on the duration nor the time 

variation of the field, but only on its maximum value. Basalt 

consists of crystals of magnetite distributed through a badly 

conducting mineral medium, and it is upon this formation 

that its peculiar magnetic property depends, there being no 

eddy currents set up in it by a varying magnetic field which 

would retard the magnetization of the specimen. A mag¬ 

netic field lasting only about one-millionth of a second 

showed the same residual and probably also the same tem¬ 

porary magnetization as was induced by a field kept up in¬ 

definitely at the same strength. This being the case, the 

residual magnetization of the basalt might be taken as a 

measure of the maximum magnetic field to which it had been 

subjected and, consequently, to the maximum value of the 

magnetizing current. 

In order to test the method, Pockels discharged condensers 

of known capacities which had been charged to known differ¬ 

ences of potential through magnetizing circuits of known 

resistance and self-induction, the constants of the circuit 

15 Ann. Phys. Chem., 03, p. 195, 1897; Ann. Phys. Chem., 65, pt. 2, p. 458, 
1898; Phys. Zeit., 2, p. 306, 1900. 

56337°— 29—6 
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having been chosen to give a highly damped discharge. He 

then calculated the maximum value of the current by means j 

of the constants of the circuit and compared them with the 

values determined from the residual magnetization. The 

resistance of the spark gap was neglected in making these 

calculations, but the results agreed very well in the two i 

cases. 

The results of these experiments were made use of by 

Pockels in making an approximate determination of the 

current intensity of lightning flashes, assuming, as pre¬ 

viously stated, that the discharge in a flash of lightning 

is unidirectional. The first measurements were made on 

specimens cut from outcroppings of basalt rock which 

showed irregular and local magnetization which could only 

be due to lightning flashes. Knowing the strength of the 

field necessary to produce the residual magnetism shown 

by the specimens, only the distance to the path of the flash 

was necessary to make a rough determination of the current. 

This distance was in some cases assumed to be the distance 

to the surface of the rock; in others a damaged tree was 

assumed to give the necessary evidence. One estimate made 

by assuming the distance to the flash to be the distance to 

the surface of the rock led to a minimum of 2,900 amperes 

as the current intensity; three others, on specimens obtained 

from the vicinity of damaged trees, gave 6,400, 6,600, and 

10,000 amperes, respectively. These values are probably too 

small, because of the period of time which elapsed between 

the time of the flash and the time of making the measure¬ 

ments and also because of the disturbance of the basalt in 

cutting it out. 

Other observations were made on basalt prisms exposed 

in the vicinity of a branch of the lightning conductor on 

the observation tower on Mount Cimone, in the Appenines. 
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One of the prisms which had been placed at a distance of 

6.4 cm from the conductor and had been subjected once to 

the magnetizing effects of a lightning stroke gave i= 10,200 

amperes. A second prism, which had been subjected to 

the magnetizing effects of four strokes, gave i= 5,530. A 

third prism was only slightly magnetic. There were two 

ground connections to the lightning conductor, so it is 

quite probable that the current divided symmetrically. The 

total currents in the two cases were, therefore, 20,000 and 

11,000 amperes, respectively. These values are doubtless also 

too small, because the prisms were not examined until several 

months after having been exposed and were subjected to 

some vibration in the meantime. 

Another method of arriving at an estimate of the current 

intensity of a lightning flash is to calculate it from the total 

quantity of electricity discharged as found by Wilson and 

make assumptions as to the duration and number of dis¬ 

charges per flash. The quantity may be taken as 20 cou¬ 

lombs, the number of discharges per flash about five, and the 

duration of each discharge about 0.000028 second. The lat¬ 

ter value is based on experimental evidence that many light¬ 

ning flashes are less than 0.000028 second in duration. The 

quantity for each discharge wrould then be 4 coulombs, and 

the current 4/0.000028, or 142,000 amperes. This is seven 

times as great as by the previous method. 

A third estimate has been made from the fusing effect of 

a lightning flash on metal.16 In this case the metal was in 

the form of a copper tube with a brazed seam which con¬ 

stituted part of a lightning-rod terminal. The terminal was 

struck and heated to a sufficient temperature to volatilize 

some of the solder used in brazing and make the copper plas- 

16 Crushing of a Copper Tube by Lightning. W. J. Humphreys, Monthly 
Weather Review, 43, p. 396 ; 1915. 
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tic enough to collapse throughout its length of 5 feet under 

the pinch effect of the current. The temperature rise is esti¬ 

mated to be about 1,025° C. The average resistance of the 

tube for the estimated temperature range was found to be 

17 microhms per cm and the weight 2.9 g per cm. To bring 

2.9 g of copper to 1,025° C. requires about 327 g-ealories. 

The duration of the flash was assumed to be 0.01 second, 

much greater than in the previous paragraph, but this seems 

to be justified by the fact that the fusing effects were uncom¬ 

monly severe. Moreover, the entire flash, perhaps consist¬ 

ing of as many as 40 separate discharges, is considered,17 

which would introduce a considerable factor to increase the 

time as compared with a single discharge. 

From the preceding values for temperature, resistivity, 

and time it is found that 

7= V-S/0.2389 TTtT— V327/0.2389 X 17 X10"6 X 0.01 = 

90,000 amperes, approximately. The pinch effect of such a 

current on the tube is calculated to be 400 lbs./in.2 (28 

kg/cm2). If the discharge were unidirectional, the quan¬ 

tity of electricity would be 90,000X0.01 = 900 coulombs, 

which is eighteen times the greatest observed by Wilson. 

The foregoing values for the maximum current of light¬ 

ning flashes differ widely, as might be expected where deduc¬ 

tions are made from such meager data; but they are the 

best available at this time and, if they show anything, indi¬ 

cate that the maximum current ranges from thousands of 

amperes to tens of thousands. That such a wide variation 

exists is suggested by visual observation. In dry air, or in 

advance of a thunderstorm, lightning usually presents a 

thin blue appearance, while where the rainfall is heavy it 

17 Alex. Larson, Photographing Lightning with a Moving Camera : Ann. Kept, 
of Smithsonian Inst., 1905. 
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presents a fat, white or pink appearance, which is most likely 

due to difference in current intensity and diameter of path, 

the rainfall seeming greatly to facilitate discharge. 

Corroborative evidence of the magnitude of the currents 

of lightning flashes is found in recent laboratory experi¬ 

ments with artificial-lightning discharges which produce 

effects similar to those in nature. Here currents of 10,000 

amperes at 2,000,000 volts have been attained.18 

WAVE FRONT AND DURATION 

The well-known flickering of lightning flashes, which is 

visible to the unaided eye, indicates that a flash of lightning 

does not always consist of a single discharge of electricity, 

but, on the contrary, consists in many cases of a number of 

successive discharges which follow each other with very 

short-time intervals between them. By standing where the 

light from a flash does not blind the eyes, an observer can 

detect the successive discharges for each complete flash of 

lightning, the number of which varies, for different flashes, 

from 2 or 3 to 10 or more. By means of swinging or rotat¬ 

ing cameras photographs have been made which show sepa¬ 

rately the constituent parts of a flash in so far as they can 

be shown by taking impressions on a photographic plate 

moving at rather a slow speed. From these photographs 

have been calculated the total duration of the flash for a 

number of cases and also the intervals of time between the 

successive discharges. Moreover, by visual means using 

rotating disks, and other apparatus, the duration of the 

constituent parts of the flash have been estimated. 

The first photographic evidence of the multiple character 

of lightning flashes was obtained by Kayser 19 and Riimcker, 

is p w. Peek, jr., High-Voltage Phenomena: J. Franklin Inst., 197, p. 1, 
1924, 

10 Berichte der Konigl. Akad. Berlin, p. 611 : 1884. 
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each using a stationary camera, the path of the flash being 

shifted by the wind. The durations of the flashes were esti¬ 

mated from these photographs, but, owing to the fact that 

the velocity of the wind was not known accurately in either 

case, the results are not to be relied upon. These photo¬ 

graphs are of importance, however, from the fact that they 

show the distance through which the path of a light¬ 

ning flash may be shifted by the wind while the successive 

discharges are taking place. 

A few years after Kayser’s and Eiimcker’s photographs of 

lightning were taken L. Weber20 showed that it was possible 

to make a time analysis of any lightning flash by moving the 

camera while the exposure was being made, thus spreading 

the image of the flash over the plate and separating it into 

its constituent parts. The best work on photographic time 

analysis of lightning flashes has probably been done by 

B. Walter.21 Walter succeeded in analyzing the sparks from 

an induction coil by means of a moving film and at once saw 

that the method would be applicable to the analysis of light¬ 

ning flashes. For this purpose he mounted his camera on a 

fixed axis around which it was made to rotate by clockwork 

at a uniform rate. With this apparatus Walter took a num¬ 

ber of photographs of lightning flashes and determined the 

total duration of the flashes and also the intervals of time 

between the successive discharges. 

In the case of a flash consisting of five successive dis¬ 

charges the total time was found to be 0.2447 second, while 

the successive discharges were at intervals of 0.0360, 0.0364, 

0.0283, and 0.1440 second, respectively. These are fairly rep¬ 

resentative of the total duration and time intervals of the 

flashes of which photographs were taken. The durations and 

20 Berichte der Konigl. Akad., Berlin, p. 781; 1889. 
^Annalen der Physik, lO, p. 393; 1903. 
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Figure 5.—Photograph of a lightning flash taken with a moving 
camera by Doctor Walter 



Miscellaneous Publication, Bureau of Standards, No. 95 

Figure 6.—Same lightning flash as in Figure 5, taken with 
a stationary camera 
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intervals are variable, however, and range for different 

flashes from near zero to 0.6 second or more for the duration, 

depending apparently on the number of successive discharges 

in a flash, and from near zero to 0.2 or 0.3 second for the 

intervals. A photograph taken by Larsen22 with a rotating 

camera shows 40 distinct discharges in a single flash, the 

duration being 0.624 second and the average interval 0.0156 

second. The intervals between the successive discharges 

varied from 0.0026 to 0.0520 second. This flash is excep¬ 

tional because of the large number of successive discharges 

which occurred. 

Figure 5 is a reproduction of a photograph from the col¬ 

lection of B. Walter, which shows in a marked way the 

general character of a lightning flash. Beginning at the 

right, the first complete discharge is shown in a nearly ver¬ 

tical position. The succeeding discharges branched off from 

the original path part way down, as may be seen by tracing 

the similar kinks in the different images for a short distance 

from the top. The remaining discharges all followed the 

same path, but changed markedly in character, the fourth 

from the right being apparently a unidirectional discharge 

along a thoroughly ionized path lasting a considerable time. 

When the cloud is exhausted by this continuous discharge a 

short cessation occurs, after which there is a final discharge 

usually much weaker than the first discharges. These phe¬ 

nomena are more or less clearly shown by the reproduction 

given in Figure 6. Many variations from this procedure 

may occur, but, in general, a flash of lightning is made up 

of the constituent discharges just described. 

The characteristics of the constituent discharges of a flash 

of lightning are of great interest in connection with the de- 

22 Photographing Lightning with a Moving Camera: Ann. Report of Smith¬ 
sonian Inst., p. 119 ; 1905, 
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sign of lightning protection. The duration of these con¬ 

stituent discharges has been studied by K. E. F. Schmidt23 

using a rotating disk having marked upon it a white cross 

which was observed by the light of lightning flashes. This 

work confirmed that of Walter, showing that the constitu¬ 

ents of a lightning flash vary greatly with different flashes of 

lightning. The most important conclusion, however, was 

that for the most part the duration of the constituent dis¬ 

charges of a flash is 0.00003 second or less. A number were 

observed in which the duration was greater, but these were 

few. This establishes, in some degree at least, the upper 

limit of the duration of a lightning discharge; that is, the 

path must be formed and the current grow to a maximum 

and die out in less than 0.00003 second. This suggests also 

something as to the steepness of the current wave front. If 

the maximum current reaches 100,000 amperes, as seems pos¬ 

sible from previous discussion, the average rate of increase 

is 7 X109 amperes per second, assuming that the current 

reaches its maximum in one-half the duration. It is obvious 

that any circuit connected inductively to the path is in a 

way to have a considerable e. m. f. set up in it, even though 

the mutual inductance is very small. 

The duration of lightning flashes has been studied by 

others24 and somewhat similar results obtained, although in 

many cases longer durations were observed. 

In connection with the wave front of the constituent dis¬ 

charges it is interesting to note that these are now consid¬ 

ered to be unidirectional rather than alternating. From con¬ 

siderations of the discharge path they may be of an oscilla¬ 

tory character but highly overdamped, so the discharge rep¬ 

resents the beginning of an oscillation which dies out before 

23 Elektrotech. Zeit., 26, p. 903 ; 1905. 
« De Blols, Proc. A. I. E. E„ 33, p. 563; 1914. 
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the first quarter wave is completed, the current dropping to 

zero without reversing.25 On account of the steep wave 

front, however, oscillations with reversal of current may be 

set up in near-by metallic circuits. 

In a paper by G. C. Simpson26 a theory of the formation 

and extension of lightning flashes is advanced which is 

based upon the relative mobilities of positive ions and nega¬ 

tive electrons. The theory is tested by laboratory experi¬ 

ments on a small scale and examination of a large number 

of photographs of lightning. The chief conclusions ad¬ 

vanced are as follows: 

1. The conducting channel of a lightning flash originates 

in the region of maximum electric field and develops only 

in the direction of the seat of negative electricity. 

2. A negatively charged cloud can only be discharged 

by a discharge which originates in a positively charged 

cloud or in the induced positive charge on the earth’s 

surface. 

3. A positively charged cloud may be discharged by dis¬ 

charges starting in the cloud and terminating either in the 

surrounding atmosphere or on the earth’s surface. 

4. If a lightning flash is branched, the branches are 

always directed toward the seat of negative electricity. 

5. The application of these conclusions to 442 photographs 

of lightning discharges reveals the fact that the preponder¬ 

ance of the lower clouds from which lightning discharges 

proceed are positively charged. 

In a paper by N. Ernest Dorsey27 a second theory is given 

for the formation and progress of a lightning flash which 

differs materially from Simpson’s. It is based upon some 

25 Steinmetz, Trans. A. I. E. E., 43, p. 126 ; 1924. 
26 Proc. Roy. Soc., Ill, p. 56 ; 1926. 
27 J. Frank. Inst., 201, p. 485 ; 1926. 
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peculiar lightning strokes, the effects of which indicate that 

the direction of a stroke is not dependent upon the direction 

of a preexistent field due to a charged cloud but is only 

initiated by such a field and progresses in a manner analo¬ 

gous to that of a beam of cathode rays. The path of the 

stroke is described as being formed by an elongated dart of 

flying negative electrons which originates in a region of in¬ 

tense electrostatic stress and acquires sufficient velocity to 

maintain itself in weaker fields, and as an extreme case to 

penetrate an adverse field, until it strikes some solid object, 

such as a tree, with a resulting explosion as the dart is sud¬ 

denly impeded. Trailing electrons combine with positive 

residues to form the flash, and while the path remains 

highly ionized the cloud may be partly discharged with a 

heavy flow of current. 

An experiment by C. V. Boys in photographing a flash of 

lightning with a special camera having a pair of separated 

lenses revolving in a circle before a stationary plate has led 

him, after stereoscopic examination of the images, to the 

conclusion that a lightning flash originates at both positive 

and negative ends nearly, if not quite, simultaneously. 

It should be noted that Simpson’s theory of formation of 

a lightning flash requires that it originate at the seat of posi¬ 

tive electricity. Dorsey’s requires that it originate at the 

seat of negative electricity, while the photograph of Boys’s 

indicates that it originates at both ends and meets midway. 

This diversity indicates the speculative character of much of 

the discussion of lightning beyond the results of actual 

measurements. 

INDUCED EFFECTS 

The induced effects of lightning discharges are of serious 

consequences in some cases and may be due to either electro- 



INDUCED EFFECTS 81 

magnetic induction, electrostatic induction, or both, depend¬ 

ing upon conditions. At a distance from the flash they con¬ 

sist of minor electrical discharges from insulated metallic 

bodies to earth or to near-by objects. They may be severe 

enough to cause fires, damage, or injury to persons. They 

are observed principally upon the approach of thunder¬ 

storms when everything is dry. Rainfall usually prevents 

them by reducing or destroying the insulation. Such dis¬ 

charges, in the form of sparks ranging in length from a 

small fraction of an inch to more than an inch, have been 

noted at distances of several miles from the apparent center 

of activity of the storm. 

The magnitude of the potentials which may be attained 

by insulated bodies may be inferred from the values of 

change in potential gradient due to lightning flashes found 

by Wilson. In several cases changes amounting to 15,000 

volts per meter (4,600 volts per foot) were observed as a 

consequence of flashes as much as 3 miles away. A wire 

clothesline supported in such a field on dry wooden posts 

2 m (6.56 feet) high would have accumulated on it a charge 

such that immediately following the flash its potential to 

ground would be around 30,000 volts. A person touching it 

at that instant would act as a discharge path and, if the 

capacity were considerable, would be severely shocked. 

Shocks from this cause have been received not only from 

insulated wire clotheslines, but also from wire fences, down 

spouts, and other objects. A metallic object which is 

grounded would, of course, show no effect other than a cur¬ 

rent discharge through the ground connection. 

In the immediate vicinity of a flash the induced effects 

become more severe and appear as sideflashes and oscilla¬ 

tory disturbances in metallic circuits, the effects of which 

may be comparable in many cases with the effects of the 
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main stroke. Sideflashes or branch discharges from the 

main path have been observed to jump gaps of several feet, 

especially where there are metallic objects near by. Oscil¬ 

latory disturbances may be set up in electric circuits of 

sufficient magnitude to break down even high-voltage insu¬ 

lation. 

Lightning may cause voltages in conductors by induction 

or by a direct stroke. Although most disturbances on trans¬ 

mission lines due to lightning are caused by induction, the 

highest voltages are caused by direct hits. This follows, 

since inductive effects may be experienced at a considerable 

distance from the discharging cloud, while for a direct hit 

it is necessary for the cloud to be nearly overhead. Induc¬ 

tion may be electrostatic or electromagnetic. In comparison 

with the electrostatic effect, electromagnetic induction by 

lightning is generally negligible. 

A charged cloud causes an electrostatic field between it 

and earth. Part of the field will terminate on any trans¬ 

mission line within the field of influence of the cloud. The 

line is then said to have a “ bound charge.” This bound 

charge will have a sign opposite to that of the cloud, the 

charge of the same sign being driven off to earth by leakage 

over the insulation of the line or through the station equip¬ 

ment or to a distant portion of the line beyond the cloud’s 

field. If the voltage between cloud and earth or cloud and 

cloud becomes high enough, a lightning flash will occur. Al¬ 

though this flash may be a mile away from the line, the 

charge on the line is released and the insulated line rises 

from earth potential to some higher value with polarity op¬ 

posite to that of the cloud. The effect is that of a voltage 

suddenly applied between line and ground. The field that 

extended between line and cloud is succeeded by one be¬ 

tween line and ground. The voltage wave travels over the 
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line at the velocity of light. If the line insulators are 

strong enough or have a high enough impulse ratio, it may 

travel to the powerhouse to break down apparatus or to be 

harmlessly discharged to ground over the arrester if it has 

low resistance and low impulse ratio. 

The voltage that the line assumes at the ihstant of a very 

sudden discharge is that of the equipotential surface at the 

height at which the line is located. 

The induced lightning voltage on a transmission line thus 

varies with the height of the line. It is approximately equal 

to the height of the line times the voltage gradient, where 

the discharge is very rapid, as is usual in the case of light¬ 

ning. 

Thus V—ga h=Gh, where 

V—induced volts, 

g— actual gradient in volts per foot where line is 

located, 

a—a factor less than unity, 

G=ga—apparent gradient, 

h=height of the line in feet. 

The exact value of a depends upon the rate at which the 

clouds discharge. This is because in slowly discharging 

clouds the charge is dispersed over the line for a consider¬ 

able distance before the cloud becomes completely dis¬ 

charged. The highest values are attained in the case of 

a direct stroke. Values of G as high as 50 kv/ft. have been 

measured on transmission lines in practice. The actual 

gradient g may be as high as 100 kv/ft., so that for rapid 

discharges and direct hits the induced voltage (in kilovolts) 

approaches the height of the line in feet multiplied by 100.28 

As the disturbance gets well under way and half of the 

energy of the surge becomes electromagnetic, the voltage 

23 p. w. Peek, jr., The Effect of Transient Voltages on Transmission Lines: 
J. A. I. E. E., 43, p. 697; 1924. 
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is reduced to half. Corona and PR (resistance) losses 

draw upon the total energy as the surge travels on and the 

voltage is further reduced. 

The induced voltage appears on the line as a direct voltage 

very rapidly applied or as a highly damped oscillation. 

There is thus usually simply a rapid rise (a steep front) to 

maximum voltage, then a more or less gradual tapering off 

or decrease in voltage (a long tail) to zero. 

Due to probable variations in a, both the steepness and 

the magnitude of the surges occurring during any given 

storm will vary over a wide range, but the highest voltages 

(where a approaches unity) are of necessity associated with the 

steepest fronts. Where protection is to be obtained, it must be 

secured from these steepest fronts. If protection from the 

steep-fronted surges is secured, there will be no cause for 

worry over the less steep ones. On overhead transmission lines 

the induced voltages may reach high values, 1,000 to 1,500 kv 

being frequently recorded. On extremely high-voltage lines 

these induced voltages may not be so troublesome, since the 
line insulation may be strong enough to prevent spark over 

by most of these voltages, but on lower voltage lines they may 
be very troublesome. Not only will a lightning spark over 

be most likely to damage the insulators, but it will also gen¬ 

erally be followed by a power arc over which may complete 
the destruction. At any rate the power arc requires the 

tripping out of the circuit to extinguish the arc, causing an 

interruption in the continuity of service, the maintenance of 
which is constantly becoming of increased importance. 

When a grounded conductor or ground wire is placed near 

the conductors of a transmission line it has a marked effect 

on the voltages due to lightning that appear on the line. The 

ground wire reduces the voltage in two ways: First, it 

reduces the number of lines of force terminating on the line 



INDUCED EFFECTS 85 

conductors. This reduces the magnitude of the bound charge 

on the conductors and the total energy later to be released in 

the surge. In the second place, it increases the capacitance 

of the line conductor to earth, so that with a given quantity 

in the surge the voltage to which the line conductor is 

charged is less, from the equation Q=CV. As C is increased 

V is decreased for a given quantity Q. 
It has been found experimentally29 that one ground wire 

will reduce the induced voltage to approximately 50 per cent 

of its original value, two ground wires to approximately 33 

per cent, and three ground wires to approximately 25 per 

cent, etc. There is also a protection against direct hits to the 

line conductor, since the ground wire is generally arranged 

above the line conductors to take the direct hits. The experi¬ 

mental values given above are in general agreement with the 

mathematical results and apply to wires provided with good 

grounds made with short grounding conductors at frequent 

intervals. Poor grounds, or grounds infrequently made, con¬ 

siderably reduce the theoretical or maximum efficiency to be 

obtained. Troubles with the ground wire in the past have 

often been due to poor mechanical design. The ground wire 

should have a life fully as long as the line conductors. They 

should be strung as near as possible to the line conductors 

and yet far enough away to prevent flash overs at times of 

high wind, heavy sleet loadings, etc. 

The question whether protection from induced lightning 

voltages is or 'is not to be provided is an economic one. The 

protection to be secured by one, two, or three ground wires 

is to be balanced against the cost. 

The induced effects of lightning are responsible for a 

large majority of fires occurring in oil tanks, reservoirs, and 

oil farms as a result of sparks produced in or about the tanks 

where escaping gases can be ignited. Warehouses contain- 

58 F. W. Peek, jr„ .T. Frank. Inst., 199, p. 141; 1925. 
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ing baled hay and cotton have also been fired by induced- 
voltage sparks between the baling wires, which ignite the 
combustible material. 

THUNDER 

It is now thought that the sound of thunder is caused 
largely, if not entirely, by a sudden increase of pressure due 
to heating, dissociation, and ionization along the path of a 
lightning stroke. As stated heretofore, the energy of a 
stroke may amount to 108 or 109 watt-seconds, of which the 
greater portion is expended in heating the air. If the path 
is assumed to be a foot in diameter and a mile long, 108 
watt-seconds would heat it to about 650° C., with an increase 
of pressure of about 2 atmospheres. The dissociation would 
add to this by increasing the number of gas molecules. This 
increase of pressure, which may in reality be much greater 
than 2 atmospheres, takes place very abruptly and is suffi¬ 
cient to account for the ear-splitting crash which accompa¬ 
nies a near-by flash of lightning. 

The intensity of different claps of thunder is as variable 
as the current of lightning flashes, near-by strokes of light¬ 
ning having been observed with no thunder audible to the 
observer. One such occasion is recorded in connection with 
the Washington Monument when, on April 5, 1885, during 
the passage of a heavy thundercloud, at least five immense 
sparks or bolts were seen within a period of 20 minutes to 
flash between the terminal and cloud, without audible 
sound.30 On other occasions disruptive discharges were ob¬ 
served, accompanied by thunder. 

One of the chief characteristics of thunder, especially at a 
distance, is the prolonged rumbling produced, sometimes in¬ 
terspersed with tremendous bumping sounds that apparently 

30 Report of engineer officer in charge of public buildings and grounds, Wash¬ 
ington, D. C.; 1885. 
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carry a great deal of energy, enough to rattle windows and 
cause buildings to tremble. The rumbling arises chiefly 
from the fact that the source of the sound is long and irregu¬ 
lar and different parts of it are at different distances from 
the observer, and from echoes and reflections. The crashing 
noise heard near at hand is smoothed out until at a distance 
of a few miles a rolling sound is produced. The bumping 
sounds just mentioned may arise from some particularly 
favorable condition of reflection or from direct transmission 
of sound from some portion of the path. A succession of 
bumps may arise from several successive discharges. 

The distance to which thunder can be heard ordinarily 
does not exceed 15 miles (24 km), and usually it is less. As 
compared with gunfire this distance is surprisingly short, 
but gunfire is heard at great distances only under favorable 
conditions for the transmission of sound, while thunder oc¬ 
curs only when conditions are bad and isl consequently 
muffled, although the total atmospheric disturbance is un¬ 
doubtedly greater. 

ILLUMINATION 

The illumination from a lightning flash has heretofore 
been attributed by many to the heating of the air by the 
passage of the current, but this does not seem to be an ade¬ 
quate explanation for the reason that air heated to any prac¬ 
tical temperature has not been shown to be more than faintly 
luminous. It has been found that gases, in general, which 
are highly transparent to visible rays of light at ordinary 
temperatures, as are the constituents of air, do not emit them 
in quantity when heated. Luminosity from gases of this 
sort is obtained only by ionizing them under a strong elec¬ 
tric field, thereby producing electronic vibrations of the fre¬ 
quency of visible rays. Since air conducts electricity only by 

56337°—29-7 
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ionization, the air along the path of a lightning flash must 
be highly ionized, and from this it seems likely that the elec¬ 
tric field rather than the temperature is the exciting cause 
of the illumination. The abrupt disappearance of the light 
at the conclusion. of the flash also indicates the same thing. 
If the temperature were high enough, of course, a sufficient 
degree of ionization might be produced independently of the 
electrio field to give rise to the illumination, but temperatures 
of this magnitude, of the order of 105 degrees C., do not seem 
likely from consideration of the probable energy and dimen¬ 
sions of lightning flashes. As indicated in the preceding 
section, the temperature is not likely to exceed those pro¬ 
ducible by laboratory means. 

CHARACTER OF DAMAGE 

When lightning strikes to earth the object which receives 
it usually suffers more or less damage, depending upon its 
relative conducting power. Metal, for instance, receives a 
lightning discharge with little damage to itself. In most 
cases even slender conductors, such as telegraph, telephone, 
and electric-light wires, will carry a discharge without fus¬ 
ing except where the discharge enters the metal. There 1 
or 2 cc of metal may be fused to a globular mass. Occasion¬ 
ally fusion is more extensive, in rare instances having affected 
several hundred grams of metal, but such cases are excep¬ 
tional. In other exceptional cases there may be electro¬ 
magnetic damage to metal conductors, they being torn from 
their fastenings or bent out of shape as a result of the 
passage of the current. 

When insulating or semiinsulating material receives a dis¬ 
charge, however, the damage is usually severe and takes on 
an explosive character. Trees, for instance,, whether dry or 
green, are in frequent cases blown to splinters and in any 
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event are split or stripped of more or less bark. The dam¬ 

age may also extend underground to the roots. Wood, in 

general, is subject to the same kind of splintering, and brick 

and stone work are sometimes demolished locally and pieces 

thrown to distances of 100 feet or more. 

The extent of damage of this kind seems to depend in 

some degree upon whether the material is externally wet or 

not when struck. Prior to rainfall the damage is the most 

extensive; afterwards it becomes less, the discharge appar¬ 

ently keeping more to the outer surface. Trees struck when 

thoroughly wet in many cases show only a small piece of 

bark stripped off here and there, the remainder of the path 

along the trunk being barely traceable by slight superficial 

damage, while trees struck when dry externally are almost 

invariably stripped or splintered from top to bottom. 

The cause of damage of this sort is generally attributed to 

the formation of steam at high temperatures within pores of 

the material, all porous materials exposed to air being known 

to contain more or less moisture. It is conceivable, however, 

that there may be more to it than formation of steam, 

although this would be a contributory cause. It is possible 

that under the high current intensity and potential gradient 

of a lightning discharge some of the material itself is decom¬ 

posed or distilled with the formation of gaseous products, 

such as hydrogen, oxygen, hydrocarbons, ions, and electrons. 

When hydrogen, for instance, changes from the ionic, or 

combined state as in water, to gaseous state at atmospheric 

pressure the volume occupied at ordinary temperatures in¬ 

creases about one thousand three hundred times and becomes 

much greater than this at the temperatures probably devel¬ 

oped by lightning discharges. Hence, a capillary tube in 

wood filled with moisture at 'atmospheric pressure would be 

subjected to an internal pressure much greater than 1,300 at- 
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mospheres if all the hydrogen contained in the moisture were 

suddenly released in gaseous form by lightning. This would 

be equivalent to an explosion of dynamite and ample to 

account for the explosive effects of lightning, especially 

where coupled with the formation of steam, oxygen, and 

other products arising from the decomposition of the ma¬ 

terial. There is also to be considered the electrostatic repul¬ 

sion between the electrons traversing the pores, which may be 

very great. It has been suggested by Dorsey that this repul¬ 

sion between the fibers of even a small piece of wood may be 

many tons. 

The greatest damage to property from lightning, of 

course, comes from fires started by it. In some classes of 

property the losses are serious, especially in oil tanks, farm 

barns, and structures generally which house inflammable 

materials. Lightning fires are started chiefly by the dis¬ 

charge, a branch of it, or an induced spark, penetrating 

something easily ignited, such as explosive gases, dust, lint, 

hay, straw, or paper. It is seldom that fires are started in 

dry wood that is solid. Forest fires from lightning start 

usually iu dry decayed wood or beds of leaves or needles. 

EFFECTS ON PERSONS 

When persons are subjected to direct lightning strokes the 

result is nearly always fatal, although instances have been 

recorded of extraordinary escapes from what seemed to be 

direct strokes. It is possible, however, that what appeared 

to be direct strokes actually were not. When lightning 

strikes, the light is so intense and the brush effects so wide¬ 

spread that it is difficult for an observer to be certain of 

what happened until the spot is examined afterwards, and 

even then the traces may be confusing. Moreover, the shock 

from a direct stroke is so great that it does not seem within 

reason that a person could survive it. Where the subject 
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does survive it is highly probable that the greater portion 

of the stroke was expended upon some other object. The 

major part of lightning casualties arise from secondary 

phenomena, such as sideflashes and induced discharges. 

The injuries inflicted by lightning consist of electric 

shocks of greater or less severity which may be combined 

with burns, and in some cases tearing of the flesh, apparently 

by an explosive action of the discharge. Burns by light¬ 

ning frequently assume fantastic forms, and cases are re¬ 

ported where images of various kinds were imprinted upon 

the body. That such burns happen to be the image of any¬ 

thing is doubtless a matter of chance. Their origin is 

probably in surface discharges over the skin or in the 

layer of clothing damp with perspiration next to it. This 

layer, especially in thunderstorm weather, offers consider¬ 

able inducement to a discharge to follow it, and the result¬ 

ing heat, or burning by ultraviolet rays, might cause almost 

any kind of an image to be imprinted. First-aid treatment 

for injuries by lightning is the same as that for other elec¬ 

tric shocks and burns. First-aid treatment, especially arti¬ 

ficial respiration if administered in time, would doubtless 

prevent many deaths from lightning which otherwise result 

from the fact that nine-tenths of such accidents occur in 

isolated places where few or none are acquainted with the 

proper procedure. 

THUNDERSTORM DATA 

Such data on this subject for the United States as are 

available have been accumulated by the United States 

Weather Bureau, through its various observation stations, 

and have been summarized in Weather Bureau publications. 

Records for a period of 20 years are contained in an article 

by William H. Alexander.31 Maps are shown with isocer- 

81 Monthly Weather Review, 52, p. 327; 1924. 
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aunics, or lines of equal thunderstorm frequency, drawn 

upon them for the different months of the year. Quoting the 

original article: 

During tlie winter months—December, January, and February— 
the center of thunderstorm activity for the United States is in the 
vicinity of Vicksburg, Miss. In February, however, the general 
thunderstorm area tends to drift southeastward, with a marked sec¬ 
ondary over Pensacola, Fla. In March the center of activity is still 
over the lower Mississippi Valley, with the general storm area 
spreading rapidly northeast over the Tennessee and Ohio Valleys. 
In April the center appears to be in the vicinity of Shreveport, La., 
with the general area spreading northeast over a large part of the 
Eastern States, but also north and west. 

The interesting thing about the May chart is the definite appear¬ 
ance of the primary center over Tampa, Fla., and a strong secondary 
over the lower plains States. Great thunderstorm activity now pre¬ 
vails over the entire eastern half of the country, except in the 
Canadian border States, including the whole of New England. There 
is also an increased activity in western Montana. 

During June the thunderstorm area continues to spread northward 

and covers the entire country east of the Rocky Mountains except 

possibly the extreme Northeast. The center of greatest activity is 
in the vicinity of Tampa. There are also definite indications of the 
development of a secondary center over the southern Rocky Mountain 
States. One of the most surprising things revealed by the July chart 
is the increased activity over the Rocky Mountain States, with a 
secondary over Santa Fe, N. Mex., almost as strong as the primary 
over Tampa. Marked activity also continues in southwestern Mon¬ 

tana and in the vicinity of Yellowstone Park. The distribution in 
August is very much the same as in July, but with a notable de¬ 
crease in intensity along the Canadian border and a marked weaken¬ 
ing of the center over Santa Fe. The two centers, Tampa and Santa 
Fe, persist, though weakening, through September. In October the 

southeastern (Tampa) center seems to have dropped a little south 
and is now over Key West, while the Santa Fe center has disappeared 
or shifted to eastern Texas and the southern plains States, and the 
general storm area is rapidly diminishing. In November, as during 
the winter months, the active area is over the lower Mississippi Yal- 
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ley, and the general area is limited largely to the Mississippi and 
Ohio Valleys. 

Chart 13 (fig. 7 herewith), which shows the average annual number 

of days with thunderstorms during the 20-year period at a large 
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number of stations in' the United States and Canada, has a number of 
interesting features and is worthy of considerable study. Note that 

no part of the country is entirely free from thunderstorms and that 

they are comparatively rare along the Pacific coast; that there are two 
centers of maximum activity, one over Tampa, with an annual average 
of 94 days with thunderstorms in the 20 years, and the other over 

Santa Fe, with an average of 73 during the same period. The average 
at Tampa and Santa Fe is nearly the same for the two 10-year periods. 

This chart, however, gives no indication of the intensity of 

individual thunderstorms as regards electrical display, nor 

does it show where the greatest number of intense storms 

occur. In general, however, the lightest thunderstorms occur 

in regions where they result from local convection. The most 

intense and longest continued thunderstorms occur in the 

southeast quadrant of cyclonic storms which are most fre¬ 

quent in the upper Mississippi Valley States and those be¬ 

tween the Ohio River and the Canadian border. Thus it may 

be said that the most destructive thunderstorms occur in the 

central portion of the United States, with an arm of slightly 

diminishing intensity toward Florida, and with rapidly di¬ 

minishing intensity toward the west, north, and northeast. 

Intense thunderstorms may occur occasionally, however, in 

almost any part of the United States, except perhaps on the 

Pacific coast and in the extreme northeastern portion. 
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